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F e a tur e s

A pplic a tions

S pe c if ic a tions

C ompac t des ign
P anel mounting
High-s peed line thermal
printing (C B M-291/293)
P aper auto loading
B ar-code printing
(C B M-291-293)
C ompatibility with E S C /P OS *
(C B M-291/293)
Auto c utter (C B M-291-293)
No auto paper c utter model
(C B M-290/292)

Model C B M-920 C B M-291 C B M-293

P rinting method S erial dot impact Line thermal dot printing

P rinting direc tion Left to right -

Font 5 x 8 matrix 8 dots/mm (horizontal and vertical)

Number of c olumns 24/40 columns Font A: 34 columns Font A: 48 columns
Font B : 46 columns Font B : 64 columns

P rinting s peed 24 col. = 2.5 lines/sec. Max. 50mm/sec. Max. 62.5mm/sec.
40 col. = 1.8 lines/sec.

C harac ter s ize (W x H) 24 col. = 2.4 x 1.62mm Font A: 1.25 x 3.00mm (12 x 24 dots )
40 col. = 2.4 x 1.08mm Font B : 0.88 x 2.14mm (7 x 19 dots )

L ine s pac ing C haracter = 3.52mm 4.23mm (1/6 inch), can be set by a command
G raphic = 2.4mm

C harac ter pitc h 24 col. = 1.98mm -
40 col. = 1.19mm

L ine feed s peed 5.0 lines/sec. -

B ar-c ode type None UP S -A/E , J AN-13/8, C ode 39, ITF, C ODAB AR , C ode 128

P aper 57.5 x Max. 　50mm 58 x Max. 　50mm 80 x Max. 　50mm

Auto paper c utter None E quiped

Input buffer 2K  bytes 4K  bytes

P aper end detec tion E quiped

Ink  ribbon P urple, C assette -

P ower s upply voltage DC  5V ONLY DC  5V and DC  24V DC  24V

Weight 0.4kg 0.56kg 0.67kg

E xternal d i m e n t i o n ( W x D x H )) 115 x 119 x 65mm 106 x 109 x 99mm 126 x 109 x 99mm

Operating temp. range 5~35û 5~40û

S torage temp. range -20~60û

R eliability MC B F 1.0 million lines Head: 50,000,000 pulses  or 30km
(40 columns) C utter: 300,000 cuts

S afety s tandard FC C  class  A, TUV FC C  class  A, TUV,
C E  marking

R ec eipt
C oupon
T ic ket
Daily repor t�
K itc hen 
Delivery
B ar-code  
Indus trial mac hine

C B M -2 9 3C B M -2 9 1C B M -9 2 0
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