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Caution

(1) You are hereby notified that any dissemination, distribution or copying of this document

without written consent is strictly prohibited.

(2) The contents of this document are subject to change without prior notice.

(3) We tried to ensure the content of this document but if you find any mistakes, please let us

know.

(4) Regardless of article 3, we cannot be responsible for any damages/influences caused by the

use of this driver.

(5) If you do not agree any of above, you are not allowed to use the driver.

Trade marks
Microsoft, Windows 2000, Windows XP, Windows Server 2003, Windows Vista, Windows 7, Visual Basic,
Visual C++, Visual C#, .Net, Microsoft Word, Microsoft Access and TrueType are trademarks of
Microsoft Corporation.
All other company names or product names are the trademarks or registered trademarks of their
respective holders.

CITIZEN is a registered trade mark of CITIZEN Holdings Co., Japan
CITIZEN es una marca registrada de CITIZEN Holdings Co, Japón
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3. Install and uninstall the driver
These instructions use Windows XP as
the example operating system. Windows
2000, Windows Server 2003, Vista or 7
are similar.
Remarks: User must have administrator right.

Uninstall the older drivers prior to the

installation.

This explanation does not include anything

about User Account Control (UAC)

Do not turn on the printer connected to

the PC before before installing the

driver.

3-1. Install the driver
Run the driver installer file by the user
with Administrator right.
“Welcome” window shows up. Press
“Next” button.

If you can accept the License Agreement,
choose “I accept…” and press “Next”.

Choose the interface to connect the
printer. You can choose only 1 interface
here.
(The interface shown depends on the PC
and Windows environment.)
In case of single direction parallel
interface of CP-29x, choose LPT1.


