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Read before using /

Be sure to read this manual carefully before using the product. After you read it, store it in a

safe place so that you can reread it when necessary.

® Contents of this manual may be changed without notice.

® Reproducing and/or copying the contents of this manual by any means without
permission are prohibited.

® We will not be responsible for any adverse occurrence that results from the use of this
manual, regardless if it contains omissions, errors/misprints, etc.

® Note that we will not be responsible for (a) loss caused by improper operation or
mishandling of the device by the user, or (b) loss due to operational environment.

® Data etc., are basically impermanent; long time or permanent storing/saving of data by
the device is not possible.

® Note that we will not be responsible for any loss or loss of profits owing to loss of data
due to breakdown, repairs, inspections, etc.

® Please contact us if there are omissions, errors, ambiguities, etc. in this manual.

® Refer to this document along with the user manual of the printer.

Trademarks

Microsoft, Windows Vista, Windows 7, Windows 8 and Windows 10 are registered
trademarks of Microsoft Corporation U.S.A.
Other company names and product names mentioned here are trademarks or
registered trademarks of those companies.




1. Introduction /

Thank you for purchasing the Citizen IFx-EFXx Ethernet (LAN) interface board.

By using the LAN interface board (hereinafter referred to as the interface board) with our POS
printers and barcode printers, you can directly connect to various printers via a network and use
computers on the network to print from the printers. In addition, the operational status, print settings,

and other information about the printer can be checked from computers on the network.

1-1. Features

Support for DHCP, static IP, and ZeroConf methods of IP address acquisition
Configuration through a browser or utility software

Support for Raw 9100 port and LPR printing methods

Panel button to print configuration information and change the configuration mode

LED indicators for connection, operation, and error statuses

Support for printing and peripheral device control by XML data depending on the printer

1-2. Model Classification
IF1 type: Applicable to CT-S801(Il) / 851(ll) / 601(1) / 851(ll) / CL-S400DT / 6621 / CL-E7xx
IF2 type: Applicable to CT-D151 / CT-E651 / CT-S251 / 751 / 4500

IF1 type IF2 type
Model with USB Model with USB
Normal model Normal model
host host

Name IF1-EFX1 IF1-EFX2 IF2-EFX1 IF2-EFX2
Peripheral _ ] ) )

] Not possible Possible Not possible Possible
device control
Number of

0 2 0 2

USB ports




2 Introduction
|

1-3. Specifications
Main board (Network)

Ethernet Standards 100BASE-TX/10BASE-T, Full Duplex/Half Duplex auto negotiation
Port RJ-45
Network IP Version IPv4
Protocols TCP, UDP, HTTP, ICMP, DHCP, SNMP
Port number for printing RAW (port 9100 (Changeable)), LPR
IP address setting Manual, DHCP
Hardware
IF1-EFX1/ IF1-EFX2 IF2-EFX1 / IF2-EFX2
Hardware Compatible printers CT-S801(Il) / 851(11) / 601(Il) / 651(11) | CT-D151/E651/S251/751
CL-S400DT /6621 / E7xx CT-S4500
Operation panel LED: 4 (2 on panel, 2 on RJ45 connector),Button: 1
usB USB-A connector 0 or 2
USB Specs
Software
Software Setting methods Browser, PC setting tool, Cloud
Firmware upgrade Browser, PC setting tool, Cloud
Supported Platforms Windows Vista, Windows 7. Windows8, Windows10, HTML5 browser




2 Introduction

1-4. Part Names and Functions

IF1-EFX1 (No USB Port) IF1-EFX2 (USB 2 Port)
[T v
o[+ o e[ @B
10,'1OOBiL\SL_|'| l'_|J 10/100BAS L'i.l T [ SW
@ Q@® ©® @ ©® ® 6 g
IF2-EFX1 (No USB Port) IF2-EFX2 (USB 2 Port)
@ ® ® @ ®6®

|
v vl

"
@ © @ ©® @ ©® @

RJ45 connector (compatible with 10Base-T/100Base-TX)

Connection for LAN cable

Ethernet transmission speed LED indicator (green)*1

Shows Ethernet transmission speed with steady/blinking light.
Ethernet status indicator LED (yeIIow)*1

Shows Ethernet connection status (disconnected, receiving data, etc.).
Ethernet status LED indicator (green)*l

Ethernet status LED indicator (red)*l

Shows transmission, connection and error statuses with steady/blinking lights combinations.
Panel button*?

Used to operate the Interface board.

USB connector (First)

USB connector (Second)

Connect an approved peripheral device to a USB port.

*1 See 3-5, Display status by LED (page 16) for indicator details.
*2 See 3-2, Using the Panel Button (page 12) for panel button operations.
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2. Preparation /

2-1. Connecting LAN cable
Connect a LAN cable to the RJ45 connector of RJ45 connector -
this interface board. (Diagram on right shows a

typical example)

LAN cable 4

2-2. Connecting a Peripheral Device
There are the following restrictions regarding peripheral devices. Correctly observe them when using
a peripheral device.
» Connecting a device other than a supported model to a USB port is prohibited (please inquire
about which devices are supported).
» Connecting a tablet or other device to a USB port for the purpose of supplying power is also
prohibited.
» Connecting and disconnecting a peripheral device to/from a USB port while the power of the printer
is on is prohibited.
» Connecting via a USB hub is prohibited.
* In the case of the IF1-WFX5 which has two USB ports, connecting to both the left and right ports is
possible, but connecting two of the same type of device (two displays, two scanners, etc.) is
prohibited.




2 Preparation

Connecting the Interface Board Unit
1) The interface board can be used by connecting it to the main board of a printer.
The printer interface connector is connected to the connector of the main board of the printer.

You can also replace another interface with the wireless LAN interface but care is required.

(Diagram below shows a typical example)

Printer interface connector

Qt

Operation panel

+ Malfunctions may occur if the interface board is removed or re-inserted.
+ To install the interface board, please contact your dealer or service person.
« If you work on your own, consider static electricity and other factors carefully and then install

the interface board at your own responsibility.

2) If another interface board is installed in the printer, remove

it.




2 Preparation

3) Insert the interface board into the interface slot of the Interface slot

printer. @

4) Connect the interface connector of the board to the

interface connector inside the printer.

5) Fix the interface board in place with screws.

10



3. Network Settings and Operation /

3-1. Overview
To use this interface board connected to a network, you need to connect to the network and
configure the settings for communication in addition to configuring the settings of the printer.
There are two methods to configure the settings for a network connection.
Web Manager
Connect to this interface board from a browser and then configure the settings from a dedicated

settings screen.

LAN board CITIZEN SYSTEMS

HOME | STATUS | CONFIG Logout

Welcome

- Click STATUS to show LAN board status.

- Click CONFIG to change the setting of LAN board.

Copyright © 2012 CITIZEN SYSTEMS JAPAN CO.,LTD. All rights reserved.

NetToolK

Connect to this interface board from a dedicated tool for Windows and then configure the settings.

SRATA Y- NVT

SO varems @) wsosormm [G en-romE

o it Frinter -

i Net Printer
=] LAN 7K — 3R
& FT LB F-WRRE
» =-VaUERIELL
o TATILES 1000128
§ e e MAG PFLZ:00-11-s5-07-66-25
Er-#, TOPAP AT —4R
: * 1P FELA: 192.168.1.100 (Static [P)
e @ TRy b7 A 065 255 265 11
e A bz 19216010
* DHGP 4 —Ji—:0000
: * U= 204780 second
@ LAN 2T -5
* SSID: ap-pe-123
+ BSSID : CL2EA2676 148
e FORIETI
o WERAATALITASTIFE
Il UGS E Excellent
|| (BB Excellent
* fFa T WPa2-PEK

You can check the current state and restore the Initial state by operating the panel button.

See the next page for an explanation of the panel button.

Furthermore, you can check the communication and other statuses from the LEDs on the interface.
See “3-5 Display status by LED”.

11



2 Network Settings and Operation

3-2. Using the Panel Button

The panel button on the operation panel is used tn operate the Interface board. It allows you to print
the setting information of this interface board, anc restore the initial state. (Diagram is of IF1-EFX1
and IF1-EFX2)

@ma% @B %@ﬂ TRIE
|

10/100BAS 10/100BAS O O L SW

Panel button Panel button

W Starting the Interface Board
Turn on the printer. The Interface board starts working approximately 20 seconds after the printer

turns on.

B Printing the Interface Board Configuration

Press the panel button. See 3-3, Printing the Interface Board Configuration (page 13) for details.

B Switching to Setting Mode

Press and hold the panel button. The buzzer will sound once, signaling a switch to setting mode.

= Setting mode enables the reading of the factory default settings.

«If there is no activity for three seconds in the setting mode, the buzzer” will sound once, signaling a

return to normal mode.

*  Note that the buzzer will not sound if the Interface board is connected to the barcode printer. In
addition, the buzzer will not sound when the Interface board is used with the POS printer if the

buzzer has been set to not sound.

B Restoring to the Factory Default Settings
Switch to setting mode, then press and hold the panel button. The Interface board will return to the

factory default settings.

When the operation is complete, the interface board will restart automatically.
When automatically obtaining the IP address from the DHCP server is set, an IP address that

differs from the previous one may be assigned.

12



3. Network Settings and Operation
|

3-3. Printing the Interface Board Configuration
Press the panel button to print out the configuration of the interface board from the printer.

m LAN Connection and DHCP On

@

@ Title of the printout.

Information
TF-EFKL (Revd. 2.2): Ver 1,09

System
LAN Board Name : Net Printer

@ Model name, hardware revision, and

®

{ I/F Board
{

firmware version of the interface board
@ System information of the interface board

The LAN board name, serial number, and

©

Serial Number : 100123

MAC address are printed. MAC Address : 00:01:02:0a:0b:0cC

@ Network information of the interface board
Current Network Status

® Ethernet information. Printed when IP Address : 192.168.0.2 (DHCP)
@ Subnet Mask : 255.255.255.0
connected by Ethernet. Gateway . 192.168.0.1
® Printer information. The name of the DHCP Server : 192.168.0.1
manufacturer and the model name of the Ethernet Status

printer connected to the interface board are { Speed & Duplex : Auto (18@BaseTx Full)

printed. -{: Printer Status

. L . . Manufacturer : CITIZEN
@ Configuration information of the interface Model . CT-sS801

board. The information stored in the
User Configuration

interface board is printed and may be DHCP : Enable
. . IP Address : 192.168.0.10
different from the connection status of the @ Subnet Mask . 255.955.255 9
current network. Check the connection Gateway : 192.168.0.1
Print Port . 9100
status using the network information of @. Receive Timeout : 180

13



2 Network Settings and Operation
|

LAN Connection and DHCP Off

Title of the printout.

Model name, hardware revision, and
firmware version of the interface board.
System information of the interface board.
The LAN board name, serial number, and
MAC address are printed.

Network information of the interface board.
Printer information. The name of the
manufacturer and the model name of the
printer connected to the interface board are
printed.

The configuration information of the
interface board. The information stored in
the interface board is printed and may be
different from the connection status of the
current network. Check the connection

status using the network information of @.

S

®

I/F Board
Information

IFx-EFK1 (Reve. 2.2): Ver 1,00

System

LAN Board Name : Net Printer
Serial Number : 100123

MAC Address : 00:01:02:0a:0b:0b

Current Network Status

IP Address : 192.168.10.10 (Fixed)
Subnet Mask ¢ 255.255.255.0
Gateway : 192.168.10.1

DHCP Server

Printer Status

Manufacturer : CITIZEN
Model : CL-S400DT

User Configuration

DHCP : Disable

IP Address : 192.168.0.10
Subnet Mask : 255.255.255.0
Gateway : 192.168.0.1
Print Port : 9100

T T~

14



3. Network Settings and Operation
|

3-4. Returning the Interface Board Configuration to Factory Default Settings
1) Press and hold the panel button to switch to setting mode.

2) After the interface board has switched to setting mode, press and holds the panel button again
within three seconds. The following message is printed and the interface board returns to factory

default settings.

I/F Board
Information

--1Caution!--
Print Server will
automatically restart.

/_\/

When the operation completes, this interface board restarts automatically.
When automatically obtaining the IP address from the DHCP server is set, an IP address that
differs from the previous one may be assigned.

15



2 Network Settings and Operation

3-5. Display status by LED

(Diagram shows a typical example. There are interface boards where the positioning of LEDs differs,

but the order from left to right is the same.)

®

ml

10/100BA

Green Yellow Green Red

@ Ethernet transmission speed indicator

Transmission speed

LED (green)

100 Mbps

On

10 Mbps / Disconnected

Off

@ Ethernet connection/transmission status indicator

Connection status LED (yellow)
Connected On
Disconnected off
Transmitting data Flashing
@ LAN status indicator
Connection Status LED (green) LED (red) Description
Printer disconnected Off - Not connected to printer.
Network: disconnected On Off Connected to printer.
Printer . Flashing Seeking IP address from DHCP server via
_ Ethernet connecting On Ethernet.
connection (1-second cycle)
Ethernet working On On Network operation via Ethernet.

Resource error

Alternating blinking (1-second cycle)

The interface board is malfunctioning.

System error

Alternating blinking (0.2-second cycle)

The interface board is malfunctioning.

16




3. Network Settings and Operation
|
3-6. Simple Setting Procedure Example for Wired LAN
If you do not know much about network settings, configure the settings in reference to the
corresponding procedure below.
However, the instructions in the procedure may not necessarily be appropriate for your network

environment.

m When setting that is supposed to assign the IP address from DHCP

1) Connect the Ethernet cable to the interface board. The LAN cable must be connected to, for
example, an enabled network environment in which a DHCP server exists.

2) After the printer is turned on and the interface board will automatically obtain an IP address from
the DHCP server within 90 seconds.

You can confirm that the IP address is assigned correctly by pressing the panel button to print out the
configuration of the interface board. See 3-3, Printing the Interface Board Configuration (page
13) for detalils.

3) Once the conditions enabling access to the printer are met, configure the LAN settings in Web
Manager.

Connect to Web Manager of the printer from the browser of a PC connected to the same network.
See “4 Web Manager” (page 18) for details.
You can use the NetToolK network configuration tool for Windows instead of Web Manager.

See “5 NetToolK” (page 28) for details.

m When using a static IP address in an environment without DHCP
The procedure differs for the part of step 2) above. As an IP address cannot be obtained
automatically, the ZeroConf function assigns the IP address 169.254.XX.YY (XX.YY will differ
depending on the setup environment). Press the panel button to print the setting information and
then confirm the assigned IP address.
Take measures such as adjusting the IP addresses of the hosts to enable connecting to the IP
address of the printer.

The subsequent procedure is the same as step 3) above.

17



4. Web Manager /

The Interface board is equipped with a Web manager function, which allows you to access the
Interface board from a web browser and check the status of the Interface board or change its

settings.

4-1. Starting the Web Manager
1) Start a web browser.

2) Inthe address bar, enter the IP address and then press Enter.

Windows Internet Ext

€ htFp:// 192.168.0.10/ - * The image to the left is a sample. Enter the

€ http://192.168.0.10/ actual allocated value for the IP address.

= The configuration window of the interface board cannot be displayed if the network settings of your computer and the
interface board differ. Ensure that the IP address of the interface board matches the settings of your network.

+ The IP address of the interface board can be confirmed by using the “Printing the Wireless LAN Interface Board
Configuration” method.

+ The IP address of this interface can be confirmed as described in “3-3 Printing the Interface Board Configuration”.

Web Manager Window Layout

The Web manager consists of the following windows and tabs.

=T HOME

— STATUS =T System Status tab

— Network Status tab

- Printer Status tab

- CONFIG -1 General tab

— User Account tab

- Maintenance tab

* If the XML function and peripheral device control function can be used, the Service Status tab is
displayed in the STATUS window and the Service tab is displayed in the CONFIG window.
See “6 XML Function and Peripheral Device Control Function” (page 36) for details on the XML

function and peripheral device control function.

18



4. Web Manager

1
4-2. HOME Window

This is the Home window of the Web manager.

O) @ ®

N board CITIZEN SYSTEMS

HOME | STATUS | CONFIG —_— @

Welcome

= Click STATUS to show LAN board status.

= Click CONFIG to change the setting of LAN board.

Copyright © 2012 CITIZEN SYSTEMS JAPAN CO.,LTD. All rights reserved.

@® HOME button
Display the Home window.
@ STATUS button

Display the Status window. At the status window, you can check the status of the Interface board.

@ CONFIG button
Display the CONFIG window. At the CONFIG window, you can configure the Interface board.

@ Logout button
Log out from the CONFIG window of the Interface board. It is not possible to open the CONFIG

window at multiple PCs of the same time. You must log out to make settings using another Web

manager or NetToolK.

19



2 Web Manager

4-3. STATUS Window

Displays the status of the Interface board.

O] @ ®

LAN board CITIZEN SYSTEMS

HOME | S|JATUS | CONFIG

.. SystemSiatus Network Status Printer Status

Firmware Version: 542

Elndnl Mamnn e

@ System Status tab

See 4-3-1, STATUS>>System Status Tab (page 21).
@ Network Status tab

See 4-3-2, STATUS>>Network Status Tab (page 22).
@ Printer Status tab

See 4-3-3, STATUS>>Printer Status Tab (page 23).

20



4. Web Manager

4-3-1.

STATUS>>System Status Tab

System Status Network Status Printer Status

Firmware Version: 542
Model Name: IF2-EFX
Serial Number: 1000123
MAC Address: 00-11-E5-07-66-25

Print Settings

Raw Port Number: 9100
Timeout for print data: 180
LPR Queue Name: Ip

UPnP:

Enable

Firmware Version

Displays the firmware version of the Interface board.
Model Name

Displays the model name of the Interface board.
Serial Number

Displays the serial number of the Interface board.
MAC Address

Displays the MAC address of the Interface board.
RAW Port Number

Displays the TCP port number for RAW printing.

Timeout for print data

Displays the socket timeout duration during printing. When the host and the TCP/IP socket are

connected and the host sends no data for this duration during printing, the socket is forced to

close. When the setting is “0”, the socket remains connected until a disconnection request is

received from the host.

LPR Queue Name

Displays the LPR queue name.
UPNnP

Displays the UPnP configuration status.

21



2 Web Manager
|

4-3-2. STATUS>>Network Status Tab

System Status . Mefwork Status Printer Status
LAN board name: Net Printer ®
IP Address: 192.162.1.102 (chcp) @
Subnet Mask: 255 2552550 @
Default Gateway: 192.168.1.1 @
DHCP Server: 192.168.1.1 @
Lease Time: 86400 seconds ©

@ LAN board name
Displays the LAN board name of the Interface board.
@ IP Address
Displays the IP address of the Interface board.
® Subnet Mask
Displays the subnet mask of the Interface board.
@ Default Gateway
Displays the default gateway of the Interface board.
® DHCP Server
Displays the IP address of the DHCP server from which the Interface board obtained its IP
address.
® Lease Time

Displays the lease time of the IP address allocated by the DHCP server.

22



4. Web Manager

1
4-3-3, STATUS>>Printer Status Tab

System Status MNetwork Status Printer Status
Manufacturer: CITIZEN O)
Printer Model: CT-8251 @)
Printer Status: Ready @

@  Manufacturer
Displays “CITIZEN".
@  Printer Model
Displays the model of the printer to which the Interface board is connected.
®  Printer Status
Displays the operational status of the printer to which the Interface board is connected.
Ready: Ready to print.
Offline: Not ready to print.
Paper Empty: Out of paper.

Error: Error status.

(Note) When the printer is connected to the Interface board and the bi-directional port of the printer
driver is enabled, the printer status is not correctly displayed. In such cases, confirm the

printer status from the Windows spooler.

23



2 Web Manager

4-4. CONFIG Window

You can configure the Interface board after logging in as an administrator.

User Name | —
Passwaord _— ®

Login Cancel

® @

@  User Name

Enter the name of the Interface board administrator. (Initial setting: admin)
@  Password

Enter the administrator password. (Initial setting: admin)
@  Login button

Enter the administrator name and password, and then click “Login”. The CONFIG window
appears.

@  Cancel button

Cancel login.

O] @ ®

LAN board CITIZEN SYSTEMS

HOME | STJ|TUS | CONFIG

. seneral User Account Maintenance
LAN board Information

LAM board name 15 letters[max.]

TCPIP

@ General tab

See 4-4-1 CONFIG>>General Tab (page 25).
@ UserAccount tab

See 4-4-2 CONFIG>>User Tab (page 26).
® Maintenance tab

See 4-4-3 CONFIG>>Maintenance Tab (page 27).

24



4. Web Manager

4-4-1. CONFIG>>General Tab

. General User Account Maintenance
LAN board Information

LAN board name |Net Printer | 15 letters[max. ]
TCPIP

@ Obtain an IP Address Automatically

) Use the following IP Address

IP Address 192.168.10.100 15 letters[max.]
Subnet Mask 255 255 2550 15 letters[man]
Default Gateway 192.168.10.100 15 letters[max ]

UPnP Setting

UFnP @ Enable ) Disable

Raw Port Number 9100
Timeout for print data 180 0-65535[Seconds]
Action at Timeout @ Close all sessions ) Move to next session

LAN board Information
LAN board name (factory default: Net Printer)
Set the ID of the Interface board.
TCP/IP
Obtain an IP Address Automatically (factory default)
Automatically obtain the IP address from the DHCP server.
Use the following IP Address
Enter IP addresses in the IP Address, Subnet Mask, and Default Gateway fields.
UPNP Setting
UPnP (factory default: Enable)
Set the UPnP setting.
LAN Setting
Priority to Ethernet (factory default: Enable)
Enable: When Ethernet cable is connected, LAN (Ethernet) is chosen.

Disable: The connection is fixed for either LAN or WLAN chosen at boot.

Enable Disable

WLAN at boot WLAN WLAN
WLAN at boot + Ethernet connected later LAN WLAN
LAN at boot LAN LAN

LAN at boot + Ethernet disconnected later WLAN LAN
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2 Web Manager

Print Settings
Configure the printing functions of the printer.
Raw Port Number (factory default: 9100)
Set the TCP port number for RAW protocol printing.
Timeout for print data
Set the timeout duration for the connection to the host.
Action at Timeout
Select the action for other connections when a timeout occurs with the host. There are two
selections: Close all connections and Move to next connection.
Submit button
Enter the changes.
Reset button

Cancel the changes.

4-4-2. CONFIG>>User Account Tab

You must log in as an administrator to change the settings of the Interface board. At this screen, the

administrator name and password can be changed.

General ”ﬁﬁ mﬂ Maintenance
Mew User name admin 15 letters[max.]
MNew Password 15 letters[max ]
Confirm Mew Password 15 letters[max ]

Set User
New User name (factory default: admin)
Enter the new administrator name.
New Password (factory default: admin)
Enter the new password.
Confirm New Password

Enter the password again.

Warning

If you forget the new username and password, settings must be returned to the factory default

settings.
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4. Web Manager
|

4-4-3, CONFIG>>Maintenance Tab

General User Account . Maintenance

Save & Reboot
Reboot
Factory Default

Firmware Upgrade

Save & Restart button

Save changes, and restart the Interface board.

Restart button

Restart the Interface board without saving changes.
Factory Default button

Return the Interface board to the factory default settings.
Firmware Upgrade button

Upgrade the firmware of the Interface board.

Firmware upgrade

General User Account Maintenance
Upgrade Firmware
MNew Firmware File Browse...

Write Cancel

1) Click “Browse”, and select the firmware file.
2) Click “Write”.

Warning
After the firmware upgrade starts, do not disconnect power or transmission to the printer until the

upgrade is complete.
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5. NetToolK /

The “NetToolK” utility software runs on the Windows operating system and can be used to change

the settings of the Interface board. This tool can be used with both wired and wireless LAN interface
boards.

5-1. Installing the NetToolK
1) Acquire the file “NetToolKSetup.exe” from the CD-ROM or our website. Double click the file.

2) If the “User Account Control” screen appears, click “Continue.”

3) The screen shown on the right appears.
Click “Next.”

I 1) CITIZEN NetToolK - InstaliShield Wizard =5

Welcome to the InstallShield Wizard for
CITIZEN NetToolK

The InstalShield(R) Wizard will install CITIZEN MetToolk an
your computer. To continue, dick Mext.

WARNING: This program is protected by copyright law and
international treaties.

< Back [ Next > ] [ Cancel :
4) Enter a username and organization,
) 2 CITIZEN NetToolK - InstallShield Wizard [
and then click “Next”. - i
Customer Information

Please enter your information.

User Name:

fi

QOrganization:

|

Installshield
t < Back ][ MNext = ] [ Cancel
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4 NetToolK

5) The screen shown on the right appears.
Click “Next.”

6) The screen shown on the right appears.
Click “Install”.

7) Click “Finish” to complete installation.

ﬁ CITIZEN NetToolK - InstallShield Wizard
——

Destination Folder \
Click Next to install to this folder, or dick Change to install to a different folder.

G Install CITIZEN MetToolK to:
C:\Program Files\CITIZEN\MetToolk\,

InstallShield

E < Back ][ Mext > ] [ Cancel

ﬁ CITIZEN NetToolK - InstallShield Wizard
jla—

Ready to Install the Program \
The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

InstallShield

E <Back || Install | [ Cancel

ﬁ CITIZEN NetToolK - InstallShield Wizard
P

InstallShield Wizard Completed

The Installshield Wizard has successfully installed CITIZEN
MetToolk, Click Finish to exit the wizard,

Launch CITIZEN NetToolk

E < Back
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4 NetToolK

8) The PC setting tool starts. From

+1 NetToolK =

the "System” menu, select "Exit”.

System Iools Help

( Refiesh A Goto Configuie I
/O List Ta) vich page ﬁ LN board

9) The icon on the right is placed on the
desktop of the computer. You can now

start program by double clicking this @

icon. NetToolk
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4 NetToolK
|

5-2. Information List Window

o @ 0 ® ®

'E‘gl NetToolK ! ! l ._[Elﬂlg

System  Tools Help

() Refresh “ Goto Configure:
ist (B eb page T 04
@ 7 L 0 b i LAN board

o Met Prinker - 1

@  "System”
Select "System” — "Exit” to exit the NetToolK.

® "Tools” ==

@ NetToolK - Configuration

Select "Tools” — "Settings” to switch the display of

the LAN interface board information. When the (] Show LAN board nformation

Apply

“Show LAN board information” check box is ok [ e ] |

selected, the LAN interface board operation

status can be displayed as shown below.

J NetToolk ik . @ 8n  sal» 5 .Ehl

System  Tools Help

() Refiesh & Gobo Configuie
7 Lt 0 Webpage S LAN board

(=% Nt Fiinte: - 192.168.1.100

B MetPrinter
=) LAN board Infomation \
* Model Name : IF24WF<E
* Fimware Yersion : 542
< @ Serial Number : 1000123
: * MAC Address  00-11-e5-07-66-25
(%, TCP/IP Status
H e ® | Address 192 1681100 (Static IP]
<o @ Subnet Mask : 255.255.255.0

o Defeult Gateway 192 16211 :
o DHEF Samer 0080 > Operatlon status of
s LemseTine: 0 szcond .
C 9 Wheeos LaH S the wireless LAN
« 550 appel2 :
o BSSID COIBAZETSE interface board

<+ & ChannelNo: 36
® Netwark Type : Infrastructure:
1] Link Quality : Excellent
1| Signal Stiength - Excellent
v Security System | WRAZPSK J
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4 NetToolK
|

©)

"Help” menu

Select "Help” — "About” to display the version information of the NetToolK.

"Refresh List” button
Refresh the list of the LAN interface board. The application periodically refreshes the list, but

you can refresh the list manually by clicking this button.

"Go to Web Page” button
Select the LAN interface board you want to configure, and then click “Configure using a web

browser”. The browser starts and displays the Web manager.

"Configure the LAN Board” button
Select the LAN interface board you want to configure, and then click “Configure the LAN

Board”. See 5-3 Setup Window (page 33).

LAN interface board list
The list displays the LAN interface boards connected to the network. The LAN interface boards

connected to the same subnet are displayed.
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5-3. Setup Window

You can configure the LAN interface board by selecting the LAN interface board from the list screen

and clicking “Configure the LAN Board”.

4 NetToolK
|

To login at the login screen, enter a username and Login to Net Printer =S

password.
Username: admin (factory default)

Password: admin: (factory default)

5-3-1. “General“ Tab
Use the “General” tab to configure the LAN

board name and IP address

5-3-2. “Wireless LAN“ Tab
Use the “Wireless LAN* tab to configure the
LAN.
(This tab is not displayed for a wired LAN

interface board.)

e User Name |

FPazzward :

[ Lagin ] [ Cancel

(FLECTI. =

General Configuration |Wireless L& | Supported Protocols I User Account I Maintenancel

7 LAN board Information

%! Network PCs uge the following information ta identify the LAN board.

LAN board name 15 letters [max]

[ Set TCP/IF Configuration
=

Current |F Address :  192168.1.100
chl

@ Obtain an |P Address Automatically

() Use the following IF Address

IP Address 192 788 10 100
Subnet Mask 255 256 285 0
Default Gateway 182 188 10 100
Reset ] [ Apply ] [ Llose ]
L
[ ol -

General Configuration | Wirsless LAN ‘ Supported Pratocols I User Account I Mainlemancel

[ Set'wireless LAN Configuration

L_é oy Metwaork Type Infrastructure -

551D CITIZENSYSTEMS
Charnel No Autg -

Reset I l Apply I [ Close

]
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4 NetToolK

5-3-3. “Supported Protocols” Tab
Use the “Supported Protocols” tab to enable
LPR and the RAW protocol, set the printer
enable

timeout duration,

Ethernet", and enable UPnP,

"Priority to

5-4. “User Account® Tab
Use the “User Account” tab to change the

administrator name and password.|

Warning

If you forget the new username and password,

settings must be returned to the factory default

settings.

5-5. “Maintenance” Tab
Use the “Maintenance” tab to restart the
LAN interface board, return the settings to
the factory default settings, and update the

firmware.

Note
After the firmware upgrade starts, do not
disconnect power or transmission to the

printer until the upgrade is complete.

(PRI =l

| General Configuration | wireless LaN | Supported Protocols | User Account | Malntenancel

@ Supported Protocols
L

=“=[¥| Enahle LPR Printing

Enable R aw TCRAletDirect Printing
TCP Port g100

Timeout for print data: 180 0 - B5535[zeconds]

Priority to Ethemet.

Enable UPhP (Universal Plug and Play]

Reset ] [ Apply ] [ Cloze J
S
B
(FEEET— —
| General Configuration I Wireless LAN I Supported Protocals | User Account | Malnlenancel
T SetUser
B [
Mewy User name 15 letters [max] Set
| Mew Pagsword
Confirm Mew Password
S
B
(PR —
General Configuration I wirgless LN I Suppoited Protocols I User Accuunll Mairtenance
=
‘E (¥ Restat
|
vy
oy Factory Default

Upgrade System Firmware:

New Firmware File :

| Upload |

=
=

Close
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4 NetToolK

Note: If the computer at which you are performing the configuration and the LAN interface board

have different subnet values, a message like the one shown below appears in red letters. If this

message appears, set the IP address using the “Configure the LAN Board” button before configuring

the LAN interface board.

System  Tools Help

) NetToolk I B LI ) -

() Refresh Goto
O e @A

List F webpage

@ L&M board

Configure

g‘, Met Printer - 169.254. 169,188 [ Model : IF24%/F<5]

——— =
r
[ NetToolk — ——m
General Configuration !
[ LAN board Information
g:' Network PCs use the follawing information to identify the LAN board.
LAN board name M et Printer| 15 letters [max]
— Set TCPAIP Configuration
@ Current |P Address . 169.254.169.188
=2
(@ Dbtain an IP Address Automatically
) Use the following IP Address
| IP Addiess 192 188 100 100
Subnet Mask I 255 285 285 0
Default Gateway 192 188 100 100
(|

Only the server name and IP address
can be configured. Configure the IP
address correctly one time before
configuring the wireless LAN interface
board.
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6. XML Function and Peripheral Device Control Function /

6-1. Overview
The XML function and peripheral device control function are functions of this interface board.
The XML function is a function to convert specific data in XML tag format to implement functions
such as printing. The peripheral device control function is a function to control a device connected to
a USB port of the interface board by using data in XML tag format. (A method to control a peripheral
device without using the XML function is also provided.)
See the separate documents for CITIZEN XML Print Service for details on data in XML tag format,

JavaScript library to generate that data, etc.

This function can be used when the following conditions are met.
Printer is a POS printer (W model series) or label printer that supports the XML function.
This interface is connected.
If the conditions are met, the Service Status tab is displayed in the STATUS window and the Service

tab is displayed in the CONFIG window.
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4 XML Function and Peripheral Device Control Function
|

6-2. Explanation of Each Setting Item of Service Tab in CONFIG Window
The setting items that are displayed differ depending on the type of interface board that is connected
to the printer.
IFX-XFX2 [ IFX-XxFX5 :  All items
Other: XML Print items only
The Media Converter items may be displayed even when the interface board is used in combination

with a printer that does not meet the conditions.

General Wireless LAN [ =" '[N - — User Account Maintenance
WCOM Convert ) Enable (® Disable [l show configuration
HID Scanner Convert O Enable {®) Disable I show configuration
Port Mumnber |8[]BD |
Timeout for connect | 10 | 5-60[Seconds]
Timeout for print |60 | 10-600[Seconds]
Port Number |8085 |
Timeout for connect |1[] | 5-180[Seconds]
Max connection |2 |

XML Device Control / Line Display

Baud rate
Data 8 bit v
party
stop

g
g
g
2
<

ML Device Control / Scanner

]

Test Device

| |

ML Device Control / Speaker

Test Device

Submit

w
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4 XML Function and Peripheral Device Control Function
|

6-2-1. Media Converter
Item Initial value | Configurable Description
range
VCOM Convert Disable Enable Set Enable when using a display or
Disable scanner using OPOS without XML
control.
HID Scanner Convert | Disable Enable Set Enable when using a scanner in
Disable HID mode without XML control.
Show Configuration Unselected | Selected If you select this, the advanced
Unselected | settings for communication with the
device are displayed. The initial value
of each item is the value for the
corresponding device so there is no
need to change it.
6-2-2. XML Print
Item Initial Configurable Description
value range
Port Number 8080 | 1025 -65535 | Connection port number
Timeout for connect 10 5-60 Timeout time to wait for printing to start
ltem Initial Configurable Description
value range

6-2-3. XML Device Control

Configure the following general settings for XML Device Control Service.

Item Initial Configurable Description
value range
Port Number 8085 | 1025 -65535 | Connection port number
Timeout for connect 10 5-180 Timeout time to wait for control to start
(sec.)
Max Connections 2 1-3 Maximum number of simultaneous

connections (normally use with the

initial value)
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4 XML Function and Peripheral Device Control Function
|

6-2-4. XML Device Control / Line Display

Configure the following general settings for a display. The setting initial values are already the

appropriate values for the corresponding display so do not change them in the case of normal use.

Item Initial value Configurable range

Baud rate 9600 2400, 4800, 9600, 19200, 38400, 57600, 115200
Data 8 hit 7 bit, 8 bit

Parity None None, Odd, Even

Stop 1 bit 1 bit, 2 bit

Flow Control Off Hardware, Xon/Xoff, Off

If you press the “Test Device” button, a text string is displayed on the display according to these
settings. If a connection with the display cannot be confirmed, an alert message (“Test failed”) is
displayed in the browser.

6-2-5. XML Device Control / Scanner
If you press the “Test Device” button, the connection with the scanner (USB HID keyboard method)
is checked. If a connection with the scanner cannot be confirmed, an alert message (“Test failed”) is

displayed in the browser.

6-2-6. XML Device Control / Speaker
If the “Test Device” button is pressed while a USB speaker is connected, the sound (chime)
prerecorded in the interface board is played. If a connection with the USB speaker cannot be
confirmed, an alert message (“Test failed”) is displayed in the browser.

If you wish to actually use this function, submit an inquiry to us.

6-2-7. Submit / Reset Button
After changing the settings, press the “Submit” button and then press the “Save & Reboot” button in

the Maintenance menu. The settings will be enabled after the board reboots.
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4 XML Function and Peripheral Device Control Function
|

6-3. Service Status Tab of STATUS Window

System Status Network Status Printer Status _ Semice Stalus
Service Version: 10
VCOM #1
Status: Ready (VID:067b, PID:2303)
Port Mumber: 9200
Type: VCOM
VCOM #2
Status: Offline
Port Number: o201
Type: CDC
HID Scanner
Status: Disabled
Port Number: 9210

XML Print

Service Version:
Port Number:
XML Device Control

20
8080

Service Version: 10

Port Number: 8085
LineDisplay Status: Disabled
Scanner Status: Ready
Speaker Status: Offline

The settings on the Service tab, the connection state of the peripheral device, etc. are reflected here.




	Contents
	Read before using
	1. Introduction
	1-1. Features
	1-2. Model Classification
	1-3. Specifications
	1-4. Part Names and Functions

	2. Preparation
	2-1. Connecting LAN cable
	2-2. Connecting a Peripheral Device

	3. Network Settings and Operation
	3-1. Overview
	3-2. Using the Panel Button
	3-3. Printing the Interface Board Configuration
	3-4. Returning the Interface Board Configuration to Factory Default Settings
	3-5. Display status by LED
	3-6. Simple Setting Procedure Example for Wired LAN

	4. Web Manager
	4-1. Starting the Web Manager
	4-2. HOME Window
	4-3. STATUS Window
	4-3-1. STATUS>>System Status Tab
	4-3-2. STATUS>>Network Status Tab
	4-3-3. STATUS>>Printer Status Tab

	4-4. CONFIG Window
	4-4-1. CONFIG>>General Tab
	4-4-2. CONFIG>>User Account Tab
	4-4-3. CONFIG>>Maintenance Tab


	5. NetToolK
	5-1. Installing the NetToolK
	5-2. Information List Window
	5-3. Setup Window
	5-3-1. “General“ Tab
	5-3-2. “Wireless LAN“ Tab
	5-3-3. “Supported Protocols“ Tab

	5-4. “User Account“ Tab
	5-5. “Maintenance“ Tab

	6. XML Function and Peripheral Device Control Function
	6-1. Overview
	6-2. Explanation of Each Setting Item of Service Tab in CONFIG Window
	6-2-1. Media Converter
	6-2-2. XML Print
	6-2-3. XML Device Control
	6-2-4. XML Device Control / Line Display
	6-2-5. XML Device Control / Scanner
	6-2-6. XML Device Control / Speaker
	6-2-7. Submit / Reset Button

	6-3. Service Status Tab of STATUS Window


