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Revision history (3.xx/2.xx)

Date

Version

Details

2009/06/25

V2.00

Issued

2009/10/29

V2.01

Added CT-S601

2009/12/15

V2.02

Windows?7 is supported

Installer is changed. (Status function is supported on all the drivers.)
Explanation for CITIZEN COM port is added.

Explanation for Additional driver function is added.

2010/5/20

V2.02 (Modified)

CT-S651/851 are added.

2010/5/27

V2.23

Version number is changed to same version as driver itself.

Status monitor is updated to Ver2.2.4.0. Online/Offline can be detected correctly.
USB data transfer time out value of language monitor is changed to 8 seconds to
avoid the communication error caused by bi-directional communication via USB on
Windows7.

(32-bit)/(64-bit) are added to File Description of DLLs.

Windows?7 device icon for CT-S60,651,801 and 851 are added.

2010/11/25

V.2.24

Ethernet is added for supported interface

POS Printer Utility is updated to Ver1.8.3 (Wrong setting values are corrected.)
Status Monitor Library is updated to Ver1.3.1

(The time to get status is shortened.)

2011/4/13

2012/6/15

V2.25/1.660

CT-S3101I driver is added.

2-dimensional barcode fonts are added.

“Label/BM” function is changed to “Paper Media” function.

“Cutter Mode” is refined to support Label/BM paper cutter mode.
“Paper Feed” function is newly added for the adjustment of paper feeding before
the cut.

File sender garbage character problem is fixed.

Changes to show/hide buttons and tabs are added.

Status monitor is updated to Ver2.2.5.2 for minor changes.

POS Printer Utility is updated to 2.0 and is excluded from driver installer.
Document for Ver1.660 is integrated.

Explanation about TCP/IP port is added.

2013/3/1

V2.27/1.680

Windows8 is supported.
Version dialog function is added.
The problem of cutting in the middle of watermark is fixed.
The problem of reprint and coupon print from client PC to shared printer is fixed.
Status monitor is updated to 2.2.5.3.
Win8/Win Server2012 are supported.
Log file function is improved.
Setting to accept/reject Offline status is added.
Setting to enable/disable notification of printing completion is added.
Status inquiry command sequence for each interface except parallel is changed.
Unit of status monitor setting is changed from driver base to model base.
Driver port setting tool is updated.

2013/7/22

V2.28/V1.690

Installation failure on non-English Windows is fixed.

Problem to get printer status with LAN/WLAN is fixed.

Problem of PMU2xxxIII presenter status is fixed.

"X" mark is removed from the icon for software un-installation list

2014/1/21

V2.281/1.691

Support of CT-S281BD is added.

2015/3/9

V3.1xx/V2.28x/V1.69x

Ver 3.xx driver is added.
CT-S251/ CT-S8xx (II)/CT-S6xx (II) are added.
Windows 2000 is removed from target OS.

2015/08/20

2016/2/12

V3.200

Windows10 is supported.
1.xx/2xx drivers are integrated to 3.xx by having function to enable/disable “Driver
Advanced Functions”.

The base of explanation is changed Windows?7 from Windows Vista.
Explanation of CITIZEN TCP/IP Port Monitor is added.

2017/3/1

V3.3.00

Installer is improved to have less trouble during installing.

Stream of installation is improved. Time for installation is shorter and file size is
smaller.

Related tool is installed/uninstalled together with the driver.

Even printer is connected via USB, final installation can be done by power recycle
of printer.

TCP/IP port monitor installed together.

Status function for LAN interface is improved not to have offline status easily.
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Driver itself has function of settings like port time out which was done by external
tool.
Added CT-D150/151/E351/651 support
New standard is applied for CT-D150/151/S351/651 page size.

2018/7/17 | V3.4.0.0 There is no change in the driver body.

The status acquisition method by SNMP can be selected.
Improved handling when Bluetooth connection is broken.
The installation procedure has been slightly improved

2018/12/28 Added CT-S751 support.

2019/3/15 | v3.5.0.0 Added CT-S4500
ETW is implemented for deeper analysis at the trouble.
Descriptions about 1.6 driver are deleted.

2020/11/17 | V3.6.0.0 Install Guide is significantly revised.

Added the function of “Automatic reprinting on error”.

Added “Package-Aware” function which solves various remote driver installation problems
Added support for CT-E601/CT-D101

Fixed a bug that prevented the combination of standard TCP/IP port and status
driver from causing an exception error.

Fixed a bug that prevented the status function of (Copy 1) driver from being
enabled immediately after PnP.

2021/3/8 Installation remarks for CT-S4500 Compress driver is added.

2021/3/25 Note about disclaimer conditions in troubles is added in Chapter 3.7 and reminder to
read the note is added in Chapter 3.2.

2022/8/14 | V3.6.1.0 Windows11 is supported.

Corrected the factory default value of MSW6-1 "Act. for Driver" in Chapter 3.2.1.
Added chapter 3.3.4 Silent installation.

2023/6/1 Windows XP and Windows Vista are removed from target OS.




Caution

(1) You are hereby notified that any dissemination, distribution or copying of this document without
written consent is strictly prohibited.

(2) The contents of this document are subject to change without prior notice.

(3) We tried to ensure the content of this document but if you find any mistakes, please let us know.

(4) Regardless of article (3), we cannot be responsible for any damages/influences caused using this
driver.

(5) If you do not agree any of above, you are not allowed to use the driver of this document.

Trade marks

Microsoft, Windows 2000, Windows XP, Windows Server 2003, Windows Vista, Windows 7, Windows8,
Windows8.1, Windows10, Windows11, Visual Basic, Visual C++, Visual C#, .Net, Microsoft Word,
Microsoft Access and TrueType are trademarks of Microsoft Corporation.

All other company names or product names are the trademarks or registered trademarks of their
respective holders.

CITIZEN is a registered trade mark of CITIZEN WATCH CO., LTD., Japan
CITIZEN es una marca registrada de CITIZEN WATCH CO., LTD., Japon



What is covered in this document

Depending on your application, printer specifications, and the paper (media) you are using, you may
need to make additional settings after installation is complete, but this document describes only steps to
the end of installation. For additional settings, please refer to another document “*Windows Driver
Specifications (Functions, Settings and Specifications)”.

This document assumes that you are installing our drivers for the first time. If you have
already installed our drivers on your PC, please uninstall the drivers in advance. And do not
install an older version driver than uninstalled one.

Windows 10 offers two types of configuration screens, traditional and newer, but this
document uses the traditional configuration screen as much as possible to illustrate it so
that even pre-10 Windows can understand it.

1. Operating systems
Our drivers are designed to work on any of following operating systems.
Microsoft Windows 7
Microsoft Windows 8, 8.1
Microsoft Windows 10
Microsoft Windows 11
Derived OS from the above such as Server OS

2. Supported interfaces (Ports)
Supported interfaces(ports) are as follows.
Serial / CITIZEN COM / COM generated by Bluetooth SPP connection
Parallel (LPT)
USB (Printer Class)
USB Virtual COM (VCOM)
LAN or Wireless LAN / CITIZEN TCP/IP

As for USB, there are two types of USB, depending on the printer's settings: printer class (default mode of
USB for normal printers) or USB virtual COM. Normally, printer class is used, but if your PC does not have
serial port and your application only supports printing from serial port, you need to use virtual COM.

Caution
USB Virtual COM (Driver)
If you use USB Virtual COM mode, it is necessary to install USB virtual COM driver separately.

This document does not describe how to install the virtual COM driver. Please refer to the VCOM Driver
Guide.
CT-S280's USB supports only virtual COM and has a dedicated installer.



CITIZEN COM (Port Monitor)
Use "CITIZEN COM" if you want to monitor the status of the printer connected via the serial interface.
CITIZEN COM is described in this document.

CITIZEN TCP/IP (Port Monitor)

Use "CITIZEN TCP/IP" if you want to monitor the status of the printer connected via LAN or wireless
LAN interface. CITIZEN TCP/IP is described in this document.

If multiple PCs connect to a printer through LAN or wireless LAN and one of the PC is turned off without

terminating LAN connection, the printer will check the communication between the PC and the printer
and then terminate the LAN connection. During checking the communication, printer stops any
communication with other PCs. (Max. 180 sec.)



3. Driver installation

3.1 Outline of driver installation

The process of installing the driver can be roughly divided into three parts: “Advance preparation”,
“Running the driver installer” and “post-processing”. Advance preparation and "Selection of the
port” in “"Running the driver installer” is particularly important, and what to be done in the steps varies
depending on the type of interface. For this reason, we will explain the procedures and other information
for each interface where there are differences.

3.2 Advance preparation
In addition to the connection between the PC and the printer, there are two types of preparations that
must be made in advance: one for the PC and one for the printer. Be sure to read through the notes

in section 3.7.

3.2.1 Common preparations (Memory Switches)

Our printers have memory switches that store the settings.

When using the driver, there is almost no problem with the factory default memory switch settings, but it
is recommended to set as follows for correct status acquisition and Bluetooth communication.

(Old model may not have some of the memory switches.)

For the method of changing each switch, it is recommended to use the POS Printer Utility.

MSW No. Function Setting Description (meaning) | Factory default
1-3 Busy condition ON Full Full/Err
ON Printer Class

(USB mode for printer)
5-3 USB Mode Virtual COM Printer Class

OFF (Setting to use the USB port
as a serial port)

6-1 Act. for Driver OFF Invalid OFF (Invalid)
_ Auto Reconnect - (Printer does not request .
1326 (Bluetooth model) Invalia Auto Reconnect.) Valid

3.2.2 USB (Printer class)

1)The memory switch "MSW5-3 USB Mode" should be set for "Printer Class", but as this is the default
setting on almost all the models, changing this memory switch is not required. The exceptions are
CT-P29x and CT-S280. (Printer Class cannot be selected on CT-S280.)

2) Connecting PC and printer at the time of this preparation is recommended.

3) Make sure the power is off at this point, as it will be turned on in post-processing.

3.2.3 Parallel interface (LPT port)
1) At the time of this preparation, it is recommended that PC and printer are connected.
2) Make sure the power is off at this point, as it will be turned on in post-processing.



3.2.4 Serial interface (Serial port, COM port)

1) The serial port settings of printer and PC must be same. Check the settings of each.

If you want to adjust the printer's serial port settings to match the PC's, you need to use the utility or DIP
switches to change the settings. Refer to the printer or utility manual for details.

If you want to match the Windows side serial port settings to the printer, there are situations that can be
configured during the driver installation and are described in section 3.3.2.

2) Connecting PC and printer at the time of this preparation is recommended.

3) It is recommended that the power is on at this point.

3.2.5 USB Virtual COM

1) Make sure you need to use the USB as a virtual COM.

2) Set the printer memory switch "MSW5-3 USB mode" to VCOM. (Excluding CT-S280)

3) Install the USB Virtual COM (VCOM) driver on PC. This allows to use the USB port as a virtual serial port.
The COM port number depends on the model you are using and the type of VCOM driver. For details, refer
to the VCOM driver manual.

4) For virtual serial ports, the PC and printer do not need to have the same port settings.

3.2.6 Wired LAN / Wireless LAN (TCP/IP)

If necessary, connect the cables and configure the wireless and network settings, then let the printer join
the network.

There are two ways to configure the network: using a utility or accessing the configuration screen from
browser. For more information, please refer to the printer or network board instructions.

3.2.7 Bluetooth
Windows treats Bluetooth as a serial port (virtual COM port), but requires the following preparations in
advance.

A) Bluetooth pairing between PC and printer

B) Checking COM port number assigned to Bluetooth printer

C) Advance preparations required by the printer

D) Other items that require attention for Bluetooth on Windows

Each of these items is described below.

A) Bluetooth pairing between PC and printer in advance
Before using Bluetooth devices, pairing is required.
The following are the steps for pairing on Windows 10.



"Settings"-> "Devices" ->
"Bluetooth & other
devices". When the screen
on the right appears, select
"Add Bluetooth or other
device".

The screen on the right will
appear. Select "Bluetooth".

= Settings

@ Home

| Find a setting 2

Devices

E@ Bluetooth & other devices

&1 Printers & scanners
O Mouse

B

Typing
P Pen & Windows Ink
® AutoPlay

f use

Bluetooth & other devices

y Add Bluetooth or other device

Bluetooth
@ on

Now discoverable as “CSJ17F010"

Mouse, keyboard, & pen
O Dell MS116 USB Optical Mouse

Wired Keyboard 600

Audio
q ))) Jabra DIAL 550

Other devices
3 CSR8510 A10

Turn on Bluetooth even faster

Get more info about Bluetooth

Related settings

Devices and printers
Sound settings

Display settings

More Bluetooth options

Send or receive files via Bluetooth

Have a question?

Get help

Make Windows better

Add a device

Add a device

Choose the kind of device you want to add.

* Bluetooth

Mice, keyboards, pens, or audio and other kinds of Bluetooth devices

Wireless display or dock

Wireless monitors, TVs, or PCs that use Miracast, or wireless docks

Everything else

Xbox controllers with Wireless Adapter, DLNA, and more




The devices found by Add 2 device

Bluetooth search will be Add a device

d|sp|ayed When the Make sure your device is turned on and discoverable. Select a device below to
connect.

printer is displayed, select o, Cress 6

it.

(In some cases, you may
be asked to enter the PIN
code here. The PIN code is
the last 4 digits of the
Bluetooth BD address.
Please confirm the BD
address in advance by
self-printing.)

Then "connecting” is Add s device

shown. Add a device

Make sure your device is turned on and discoverable. Select a device below to
connect.

% -E651 61

Con
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"Paired" is dlsplayed . Add a device

(Some models require Your device is ready to go!
manual pairing.)

L. CT-E651 61
L= T ol

Press "Done".
Return to the "Bluetooth € Setinge o x
and other devices" screen. @ Home Bluetooth & other devices
Check that the selected BT - oethelp
. . . . S RS0 )
prlnter IS dlsplayed In ER Bluetooth & other devices ’(‘;akewi’"d;;"s/:ﬂ‘e’
. E:T—E65’|_61 ive us fee acl

“Other devlceS" =1 Printers & scanners driver is:unayailable

0 o I':] DELL U2412M

. . Typing GW-450D
The message "Driver is 2
) ) ) & Pen & Windows Ink - W2453

unavailable” is displayed. oo

f use

[[] Download over metered connections

B) Checking COM port number assigned to Bluetooth printer

Since Bluetooth is treated as a COM port on Windows, it is necessary to specify the COM port number
assigned to Bluetooth during the driver installation process, and you need to verify that COM port number
before you start installing the driver. The following are the steps to follow.

.11.



Right-click on the icon in
the "Devices and
Printers" screen and
select "Properties".

(The icon appears here
indicates tht the printer's
Bluetooth is recognized.
It is not a driver for
printing.)

When the screen on the
right comes up, select the
"Services" tag.

e Control Panel\Hardware and Sound\Devices and Printers

&~ v 4 [Fe « Hard.. > Device.. »

File Edit View Tools

Add a device Add a printer

=

(|

Citizen CL-E300

()

CITIZEN CMP-20

o m}

v Search Devices and Printers

Remove device

CITIZEN
CT-S3101

\

CT-E651_61 ‘ Create shortcut

‘ & Remove device

c Troubleshoot

ipheral Device

(|

Properties

ailable

CITIZEN
CT-54500

(|

X

o)

== (CT-E651_61 Properties

General  Hardware Bluetooth

CT-E651 61
- -

Device Information

Manufacturer: Unavailable

Model: Bluetooth Peripheral Device
Model number: Unavailable

Categories: Printer

Description: Unawvailable

Device Tasks

To view tasks for this device, right-click the icon for the device in

Devices and Printers.

X

Apply
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You will see a screen like = CT-E651_61 Properties X

the one on the r|ghtl and General Hardware Services Bluetooth
. . This Bluetooth device offers the following services. To use a
n thIS example, YOU can e) service, select the check box.
confirm that "COM3" is e

Serial port (SPP) 'Serial Port De B’ COM3
assigned.

C) Advance preparations required by the printer

It is recommended that the printer's memory switch "MSW13-6 Auto Reconnect" is set to “Invalid”. The
“Auto Reconnect” is only a feature for iOS and should be disabled for stable Bluetooth communication
with Windows. The printer provides an easy way to disable “Auto Reconnect” manually. For more
information, refer to the user's manual.

D) Other items that require attention for Bluetooth on Windows

Since Bluetooth communication is slow, it takes longer and is more susceptible to communication
problems when printing large amounts of data, such as graphic printing. It is recommended to use the
printer's built-in fonts to reduce the amount of data as much as possible.

-13-



- -If the Bluetooth connection is unintentionally disconnected and you suspect it is related to the power
saving feature of Windows, check the Bluetooth adapter in Windows Device Manager or the controller
etc. that the Bluetooth adapter is connected to. If "Allow the computer to turn off this device to save
power" is checked, it is recommended to uncheck it.

& Device Manager - O X
File Action View Help

& D HE B BX®

v h_ PCI Express Root Complex L)
= High Definition Audio Controller
3 1/0 LPC Controller - 9D84 for mobile 8th Gen Intel(R) Core(TM) processor family
"B Intel(R) 300 Series Chipset Family SATA AHCI Controller
i3 IntelR) Dynamic Platform and Thermal Framework Processor Participant
i3 Intel(R) Host Bridge/DRAM Registers - 3E34
= IntelR) Management Engine Interface
> {3 Intel(R) PCI Express Root Port #13 - 9DB4
> {3 Intel(R) PCI Express Root Port #15 - 9DB6
i3 Intel(R) PCI Express Root Port #5 - 9DBC
£ Intel(R) Serial 10 GPIO Host Controller - INT34BB
> ¥ Intel(R) Serial 10 12C Host Controller - 9DE8
E3 Intel(R) Serial 10 12C Host Controller - 9DEB
¥3 Intel(R) Serial 10 SPI Host Controller - 9DAB
E3 Intel(R) Serial 10 UART Host Controller - 9DA8
i3 Intel(R) SMBus - 9DA3
£ Intel(R) SPI (flash) Controller - 9DA4
i3 Intel(R) Thermal Subsystem - 9DF9

620
I v i Intel(R) USB 3.1 eXtensible Host Controller - 1.10 (Microsoft) I

~ § USB Root Hub (USB 3.0)
‘ USB Composite Device
By USB Input Device
8 1>FIR) T{ VLR BluetoothR) |
? Intel(R) Wireless-AC 9560 160MHz v

Intel(R) USB 3.1 eXtensible Host Controller - 1.10 (Microsoft) Prop... X

General Driver  Details Ewvents Resources Power Management

Intsl(R) USB 3.1 eXtensible Host Controller = 1.10 (Microsoft)

= 4

[v] Allow the computer to turn off this device to save power

Allow this device to wake the computer

S
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3.3 Running the driver installer

The following explains the installation of CITIZEN CT-S801II on Windows 10 as an example.

Since the "Port Selection" part is important, we will divide it into "Up to Port Selection", "Port Selection”
and "After Port Selection".

This installer proceeds with the installation procedure in a wizard format. Although there are some
differences depending on the operating system (0OS), it is almost the same procedure.

3.3.1 Up to Port Selection”

This installation software installs printer driver and the tools automatically.
Run installer such as “cts801ii_Im_v3000.exe".

Then "User Account Control" dialogue shows up. Then press "Continue".

Press "Next". CITIZEN CT-S8011l Printer Driver - InstallShield Wizard pe

Welcome to the InstallShield Wizard for CITIZEN
CT-S8011I Printer Driver

The InstallShield Wizard will install CITIZEN CT-S8011I
Printer Driver on your computer. To continue, dlick Next.

o

Choose “I accept the terms CITIZEN CT-S801ll Printer Driver - InstallShield Wizard X
of the license agreement” Liccase Apo-cment
Please read the following license agreement carefully. \
and press “Next”. \‘
IMPORTANT A

This User License Agreement (""ULA") is a legal agreement between you and
CITIZEN SYSTEMS JAPAN CO.,LTD. ("CSJ") and governs your use of
SOFTWARE (Printer Driver). Your use of the SOFTWARE is deemed to be your
acceptance of the Terms and Conditions of this ULA set out below.

You only may use the SOFTWARE if you agree to abide by the following Terms
and Conditions. If you decline to agree, you are not authorized to use the
SOFTWARE.

Terms and Conditions
(@)1 accept the terms of the license agreement Print

(1 do not accept the terms of the license agreement

T e

-15-



Press "Install" here.

Then necessary software
will be installed
sequentially.

3.3.2 Port selection

After completing the steps
before port selection, you will
see the port selection screen
on the right.

Here, select the port
(interface) you are connecting
to the printer.

1) USB (Printer class) / LPT

CITIZEN CT-S801Il Printer Driver - InstallShield Wizard

Ready to Install the Program
The wizard is ready to begin installation.

Click Install to begin the installation.

exit the wizard.

X9

If you want to review or change any of your installation settings, dick Back. Click Cancel to

< Back Install Cancel

DIFxinst.exe - Port Selection

Selection of the port

Addition of CITIZEN port
Addition of COM port to use Addition of CITIZEN TCP/IP port
Selection of output port
Port Description
USB: Plug and Play Port
[ LPT: Plug and Play Port
DiFxinst exe

Check USB or LPT and press OK.

2) COM (Serial / Virtual COM / Bluetooth)

Press the "Addition of COM port to use" button and add a CITIZEN COM port. See below for the

procedure.

Cancel

* Combining a non-CITIZEN COM serial port on “Selection of output port” with a driver with a status

function can cause problems.

-16-



Press “Addition of
COM port tor use”
button.

Choose serial port to
assign to CITIZEN
COM port.

Once selected, press
"OK".

Configure the settings
of the selected port.
For a normal serial
port, match the
settings of the port
you have checked in
advance.

For virtual COM or
Bluetooth, use the
settings shown in the
left picture.

When you are done
configuring the port,
press "OK".

DIFxinst.exe - Port Selection

Selection of the port

Addition of CITIZEN port
Addition of COM port to use Addition of CITIZEN TCP/IP port
Selection of output port
Port Description
USB: Plug and Play Port
JLpT: Plug and Play Port
DiFxinst exe
Cancel
Port X
,
ctwecom Virtusl Communication Port (COM7) v
Cancel
COMY Properties ? X
Port Settings
Bits per second: 115200 v
Data bits: g 7
Parity. None v
Stop bits: 1 v
Flow control: | Hardware v
Restore Defaults
Cancel Apply

-17-



When it retuned DIFxinst.exe - Port Selection X
to"Selection of the

port”, press OK.

Selection of the port

Addition of CITIZEN port
Addition of COMporttouse | Addition of CITIZEN TCP/IP port
Selection of output port
Port Description
[ use: Plug and Play Port
[ LPT: Plug and Play Port

CITIZEN COM7 CITIZEN COM Port

DiFxinst exe .-

3) Wired LAN / Wireless LAN

Press the "Addition of CITIZEN TCP/IP Port" button to add a dedicated port.

Note that if you use the standard Windows Standard TCP/IP port, you will not be able to get the status of
the printer. See below for the procedure to add the port.

As shown in the right DIFxInst.exe - Port Selection X
picture, press “Addition  gejection of the e

of CITIZEN TCP/IP
port” button.

Addition of CITIZEN port
Addition of COM port to use . Addition of CITIZEN TCP/IP port
Selection of output port
Port Description
USB: Plug and Play Port
] LPT: Plug and Play Port
DiFxinst exe

-18-



Check IP address CITIZEN TCP/IP Port X
assigned to the printer
o TCP/IP Port
and enter it in "Port
Name". Port Name | 192-168.0.1|
"Host Name or IP" is Host Name or IP | 192.168.0.1
automatically filled in Timeout (1 .. 120) 15 [
conjunction with the
entered IP address. Raw Protocol Setting
Port Number | 9100

Change "Host Name or
IP" as necessary.

SNMP Monitor Setting
Change the Port [ shmp
Number in Raw
Protocol Setting only if

. Version...
you have changed it on
the printer's LAN /
Cancel Apply
WLAN board.
Please click "OK" when
setting is completed.
When it retuned to
Selection of the port 4 Selection of the port
press OK.
Addition of CITIZEN port
Addition of COM port to use Addition of CITIZEM TCP/IF port
Selection of output port

Port Description

[] use: Plug and Play Port

] LPT: Flug and Play Port

192.168.0.1 CITIZEN TCP/IF Port

DIFxInst exe
0K Cancel

Addendum information

“SNMP Monitor Setting” (Red rectangle above) selects the method for acquiring status information. SNMP
is a status acquisition method that can be used only on the network, and if SNMP is selected, you can
expect problems due to the conventional status acquisition method such as time-consuming printing and
printing failure are solved. Depending on the printer model, firmware version, and interface board, there
are cases where SNMP is not supported or where less types of statuses are available through SNMP.
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3.3.3 After Port Selection
If you press OK at
"Selection of the port",
copying of the required
driver files will start and a
screen like the one on the
left will appear.

The message shown right
shows up. Please choose
"Install" to go forward.
(This screen may be shown
multiple times.)

When all the installation

steps are finished, the right

message is shown. Press
“Finish”.

DIFxinst.exe

Adding printer...

E=] Windows Security

Would you like to install this device software?

Name: CITIZEN Printers
252" Publisher: CITIZEN SYSTEMS JAPAN CO., LTD.

Always trust software from "CITIZEN SYSTEMS
JAPAN CO., LTD.".

install | [ Don't Install

@ You should only install driver software from publishers you trust. How can | decide which device

software is safe to install?

CITIZEN CT-S801Il Printer Driver - InstallShield Wizard

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed CITIZEN
CT-S80111 Printer Driver. Click Finish to exit the wizard.

< Back

If the port you select is USB or Parallel (LPT), the installation is not complete yet.

After the post-processing in the next chapter, the installation is complete.
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3.3.4 Silent installation

Silent installation can be executed on Windows 10 or later OS. After silent installation, the printer is
immediately available when connected to the Plug & Play port (USB or LPT). Silent installation cannot be
used when connecting to ports other than these, so please install as usual.

Start the command prompt B Administrator: Command Prompt - b x
in administrator mode and e NIl T (EEED-E (/2

execute the installer file
"cts801ii_Im_v3000.exe"
with the "/s" option. Silent

installation will start.
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3.4 Post-processing (Connecting printer and PC)

If the interface between printer and PC is USB or LPT, it is necessary to connect the printer and PC
physically by cable and have each other recognized mutually.

(This installation procedure assumes that the printer connected to the PC is not turned on before
installing the driver, but if you connect the USB or parallel (LPT) interface to the PC and install it with the
power on, "Thermal Printer" icon will remain on the screen, so please turn the printer off and then on

again.)

Turn the printer ON.

Then the printer is
automatically detected,
and driver installation
starts. Depending on the
0S, you may get a message
like the one on the right.
After a while, the driver
installation is completed.
Depending on the OS, you
may get a message like the
one on the right.

Click here for status,

{ ‘“| | Installing device driver software

|i Your device is ready to use
=¥ Device driver software installed successfully.
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3.5 Additional driver installation

If you want to install additional drivers for the same model that already has a driver installed, additional
drivers will be installed automatically when you connect the printer via USB or Parallel interface.

In case of serial (VCOM/Bluetooth) or wired/wireless LAN (TCP/IP) connection, select [CITIZEN] - [Printer
Driver] - [Add CT-S801II Driver] in the menu as shown in the picture below.

= E Calculator
H Calendar
E Camera
u CBMTool v
CITIZEN s

Add CT-S8011l Driver
New

Assign COM port for printer
Sl New

Assign TCP-IP port for printer
2l New

Driver Port Setting 2
New

POS Printer Utility 2
Reset Print Spooler
Status Monitor Library APl Readme...

Status Monitor Library API Specific...

72 o ®
" Epooan

3 Connect
3
I
o DriverToolkit v
i S €@ = X € A ¢

After this, the procedure is the same as in chapter 3.3.2 and beyond. The additional drivers will be named
like (copy 1).
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3.6 Addition of COM port and TCP/IP port

To configure a new serial port or TCP/IP port for the driver for a printer on the network, select "Assign
COM port for printer" or "Assign TCP/IP port for printer" in the Start menu.

This will allow you to configure the port in the same way as described in section 3.3.2. The set port can be
selected directly on the “Selection of the port” screen of the driver installation.

Calculator

Calendar

Camera

CBMTool e

CITIZEN o

=m0

Add CT-S8011l Driver
il New

Assign COM port for printer
New

Assign TCP-IP port for printer
New

Driver Port Setting 2
New

POS Printer Utility 2
Reset Print Spooler
Status Monitor Library APl Readme...
Status Monitor Library API Specific...

; Connect

DriverToolkit v

i g € = ¥ € @A

0° Epooecaoon
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3.7 Remarks for installation, uninstallation and OS update

USB Port

* Once a USB port is used for driver installation, please do not use other USB port. If other USB port is
used, it may not be possible to print correctly. If it happens, it may be necessary to uninstall the driver
and install the driver again.

*If POS Printer Utility is used right after driver installation through Plug & Play port, it may cause
communication failure. If it happens, reboot PC to have stable communication.

* If you connect the same model of printer to multiple USB ports on a single PC simultaneously, Windows
cannot detect the difference between the printers and they will not work properly.

In such case, use our POS Printer Utility to make the USB serial number different each other.
Also see section 3.5 for information on installing the second and subsequent drivers of same model.

* With USB interface, installation failed by some reason and not possible to uninstall, printer may be
recognized as Unknown device in Device Manager of Control Panel. In such case, delete the unknown
device from Device Manager.

*If you have problems printing via USB and print jobs are piling up in the spooler, and you have to
reconnect the USB cable or reboot the printer or PC to get back on line, the reason may be a USB
communication breakdown. Newer models and firmware versions are designed to monitor for USB
communication breakdowns and reset the printer when the communication is interrupted. If you wish to
use this mechanism, please contact us.

Serial Port

*The serial port settings on both the printer and PC need to match. If the setting does not match, it may
cause no printing, garbage characters printing and so on.

*If the driver uses COM port, other application to use same COM port may not work. In this case, you
may be able to avoid the trouble by changing the COM port of the printer driver tentatively to another
port.

CT-S4500 Compress driver

*We have received reports of a problem with the CT-S4500 Compress driver that prevents printing

immediately after installation. After installation, change the paper size and click the "Apply" button, and
the problem will no longer occur. We hope you will do so to avoid the problem.

Others

If you make any of the following changes in the environment in which you are using our drivers, it may
cause problems that we cannot address or advise on how to solve.

Please gather sufficient information, check and verify before making any changes, and avoid any changes
that may cause problems.

Please note that we cannot guarantee anything if you have problems with these changes and we are not
able to advise you on how to solve them.
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(1) When you replace the driver with a newer version

If the specifications of the driver provided by the OS are changed, or if the functions of our driver are
added, it may not work as expected in your application or environment, or it may not work at all.

In many cases, the problem can be avoided by changing the settings of the new driver, but in the worst
case, the problem cannot be solved without changing the application, etc., or there may not be any
solution other than reverting to the old driver.

(2) When migrating to a new PC or new OS
In addition to the same situation as above, if you are using functions that are dependent on your existing
PC or OS, the driver may not work as expected or may not work at all.

(3) If you have installed Windows Update or other updates

Various updates are provided by Microsoft once a month, once every six months, or irregularly. If the
updates cause unexpected problems with applications, spoolers, drivers, printing results, etc., we may
not be able to solve the problems.
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4. Uninstallation

Uninstallation of driver and software can be done from "Control Panel" --> "Programs and Features"
(The name may be "Add or Remove Programs" depending on OS.)

[ Control Panel\Programs\Programs and Features - m] X

<« v 4 m > Control Panel > Programs > Programs and Features vd Search Programs and Feat... 0@

File Edit View Tools

Control Panel Home S
Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

& Turn Windows features on or

ot Organize ¥  Uninstall =z - o
Install a program from the ~
network Name Publisher Installed On  Size Version
{=ICITIZEN CT-5801Il Printer Driver CITIZEN SYSTEMS JAPAN 2020/10/23 3.5.0.1
5/ CITIZEN JPOS Thermal Printer (x64) CITIZEN SYSTEMS JAPAN 2018/03/12 248MB  1.11.0305
%2 CITIZEN Layout SDK CITIZEN SYSTEMS JAPAN 2018/02/16 875MB 1.4.00
&3 CITIZEN NetToolK CITIZEN SYSTEMS JAPAN 2018/10/04 515MB  1.18
5/ CITIZEN POS Printer Utility 2 CITIZEN SYSTEMS JAPAN 2020/03/27 258 MB  2.08.0008.0
[] CITIZEN Service Objects for NET CITIZEN SYSTEMS JAPAN 2019/10/01 1.61MB 1141020
[5] CITIZEN Service Objects for OLE CITIZEN SYSTEMS JAPAN 2019/12/19 11.6MB  114.103.0
[ Crescent Eve 2019/04/19
[ ctvrcom CITIZEN SYSTEMS JAPAN 2020/10/23 3.0.0.5
<N >
1. CITIZEN SYSTEMS JAPAN Product version:  3.5.0.1 Support link:  http://www.citizen-systems.co.jp/

Help link:  http://www.citizen-sy...

=
=]

Choose "CITIZEN CT-S801II Printer Driver" to uninstall CT-S801II printer driver.

When multiple drivers are installed, depending on conditions, you may be asked to restart at
uninstallation. Please restart according to the instructions.

We have a tool called "Driver Cleaner” that will force the driver to be removed. If you can't
uninstall the driver, please contact us.

-27-



	Index
	Revision history (3.xx/2.xx)
	1. Operating systems
	2. Supported interfaces (Ports)
	3. Driver installation
	3.1 Outline of driver installation
	3.2 Advance preparation
	3.2.1 Common preparations (Memory Switches)
	3.2.2 USB (Printer class)
	3.2.3 Parallel interface (LPT port)
	3.2.4 Serial interface (Serial port, COM port)
	3.2.5 USB Virtual COM
	3.2.6 Wired LAN / Wireless LAN (TCP/IP)
	3.2.7 Bluetooth

	3.3 Running the driver installer
	3.3.1 Up to Port Selection”
	3.3.2 Port selection
	1) USB (Printer class) / LPT
	2) COM (Serial / Virtual COM / Bluetooth)
	3) Wired LAN / Wireless LAN

	3.3.3 After Port Selection
	3.3.4 Silent installation

	3.4 Post-processing (Connecting printer and PC)
	3.5 Additional driver installation
	3.6 Addition of COM port and TCP/IP port
	3.7 Remarks for installation, uninstallation and OS update

	4. Uninstallation

