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CITIZEN Layout SDK

Date Description

2009.06.01 | 1.0.0.0 release

2009.11.19 | 1.0.1.0 release
- Changed to hide the printing dialog in Layout Print Engine.

2013.11.22 | 1.1.0.0 release
- Added support OS:
Windows 7, Windows 8, Windows 8.1,
Windows Server 2008, Windows Server 2008R2, Windows Server 2012
- Supports the creation of 64-bit user applications.
- Supports multi-threaded user applications for printing.
- Added support barcode:
MaxiCode, Data Matrix, GS1 Composite, GS1 Databar (RSS), iQR
- Support for dot-by-dot print of the image.
And, Changed the property name from [FixedAspect] to [SizeMode].
- Added speed up method for the first printing:
PreparePrint(), HidePreview()
- Support for snapping the inserted parts on the hid grid. (Layout Editor)
- Added the vs90_piaredist.exe to the installer.
The vs90_piaredist.exe ( Microsoft Primary Interoperability Assemblies 2005 ) is
"Distributable Code" by Microsoft.
- Fixed some bugs.

2014.09.08 | 1.2.0.0 release

- Supported the mobile terminal (Android).
- Added the printer font mode for the mobile terminal in Layout Editor.
- Added the CLFX layout file export function for the mobile terminal in Layout Editor.
- Added the Layout Print Engine for Android using the CLFX layout file.

2016.08.16 |1.3.0.0 release

- Added support OS: Windows 10

- Changed to .Net Framework 4.0 based.

- Supported "Straight Line" and "Rectangle" on the layout for the mobile terminal.

- Changed the layout file format name from “CLFX” to “XML” for the mobile terminal.

- Added the XML layout file import funcition for mobile terminal in Layout Editor.

- Change the designation from "Layout Print Engine" to "Layout SDK". (Library name is
no change)

- Fixed some bugs.

2017.09.29 |1.4.0.0 release

- Supported printing via Windows POS Print SDK.

- No update of each Layout SDK for Android, iOS, JavaScript.
- Added constraints to the Operating Environment.

- Updated the System Outline.

- Added constraints to Frame properties.

- Added constraints to Image properties.

2020.07.15 |1.4.1.0 release

- Fixed a bug that Layout Editor could not be executed in the language environment
where the decimal point delimiter is a comma.

- Updated "Relationship between Layout Editor version and Layout SDK version" in
“Notes”.

- Added “Printer sharing between Layout Editor and Layout SDK app” to “Notes”.

- Added notation for CLF / XML layout file to all part properties.

- Updated the model name of the constraint of Frame properties.

- Added the properties table to Export.

- Added the existing constraints to Text part properties.

- Added the existing constraints to Image part properties.

- Added the existing constraints to Barcode part properties.

- Updated screenshots.
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2023.07.12 |1.5.0.0 release

- Added support OS: Windows 11
- Added description of installation options.
- Supported Standalone Forms.
- Added Standalone Forms system diagram.
- Added Standalone Forms to Notes.
- Updated notes on Starting up.
- Added constraints to Frame operations.
- Added Standalone Forms format to Export.
- Added notation for Standalone Foms to all part properties.
- Added substitute font settings to Preferences.
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Permission Notice
1. Unauthorized use of all or any part of this document is prohibited.

2. The information in this document is subject to change without prior notice.

3. This document has been created with full attention. If, however, you find an error or question,

Please contact us.

4. We shall not be liable for any effect resulting from operation regardless of the above item 3.

5. If you do not agree with the above terms, you are not permitted to use this library.

Copyright / Trademarks

B The copyright for this Users Guide belongs to Citizen Systems Japan Co., Ltd.

B CITIZEN is a registered trademark of Citizen Watch Co., Ltd.

®  Windows and Windows Server are either registered trademarks or trademarks of Microsoft
Corporation in the United States and/or other countries.

B Pentium is a trademark or registered trademark of Intel Corporation or its subsidiaries in the United
States and other countries.

B QR Code and iQR Code are registered trademarks of DENSO WAVE INCORPORATED in Japan
and in other countries.

B Android is a trademark of Google Inc.
IOS is a trademark or registered trademark of Cisco in the U.S. and other countries and is used
under license.

B Oracle and JavaScript are registered trademarks of Oracle and/or its affiliates.

All other company and/or brand/product names are trademarks and/or registered trademarks of their

respective owners.
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1

Preparation
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1.1 Operating Environment

To enjoy all the benefits of Layout SDK, the host system needs to satisfy the following requirements;

Please be sure to check before installation.

u Windows PC ( Development environment / Execution environment )
CPU . Pentium 1.0 GHz or higher with the OS requirement satisfied
Memory : 1GB or more with the OS requirement satisfied
HDD . Free space of 10MB or more for installation
Monitor . Resolution of 1024x768 or above and High Color (16bit) or above
(O] . Windows XP, Windows 7 (32bit, 64bit),

Windows 8 (32bit, 64bit), Windows 8.1 (32bit, 64bit),
Windows 10 (32bit, 64bit),
Windows 11 (64bit),
Windows Server 2008, Windows Server 2008R2,
Windows Server 2012

Software . .NET Framework 4.0
CITIZEN Printer Driver ™

"1 "CITIZEN Text Only Printer" driver is not supported.
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1.2 System Outline

Layout SDK is a basic set of all platforms, and it consists of Layout Editor, Layout File Manager,
Windows Layout SDK.
Output can be transmitted only to a Citizen Systems printer. Layout SDK are also resourceful in

preparing/designing labels and receipts.
The outline of each tool is provided as follows;

u Layout Editor
Prepares the print layout.

The display window consists of tools necessary for layout editing process.

u Layout File Manager
Manages the prepared layout files.

Displays the list of files, thumbnails or comments within the layout.

u Windows Layout SDK

Executes printing by setting up the printing data with VB-like interface for the selected layout.

This engine is suppossed to be called by applications in upper layer.

For more information, please refer to the "Windows Layout SDK via Printer Driver Programming

Manual" and "Windows Layout SDK via POS Print SDK Programming Manual.
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System diagram 1/2
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System diagram 2/2 (Standalone Forms)
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- Notes -
[ |
Windows Windows
via Printer Driver  via POS Print SDK
Layout 1
Editor O
Layout File ot
Manager
Layout ] *3 —
SDK O O
Wired/Wireless LAN, USB,
Interface gy cio0th’s, cCOM', LPT
Supported by | Supported by
. the CITIZEN “Windows POS
Printer printer driver. | Print SDK” "™
*1: It is Layout SDK basic set.
*2: Please use the tool for Windows.

*3:
*4:
*5:
*6:
*7:

*8:

*9:

The difference due to the operation environment - General

Android

o

Wired/Wireless
LAN, USB,
Bluetooth®

Supported by
“Android POS
Print SDK” "0

i0S JavaScript
x "2
X *2
o 07
\If\ﬁr'\?dwireless Wired/Wireless
' LAN

Bluetooth®

Supported by
“iOS POS Print
SDK* ™1t

Supported by
“CITIZEN
XML-Print
Service” 12

Standalone
Forms

X

Wired/Wireless
LAN, USB,
Bluetooth,
COM, LPT

Standalone
Forms
compatible
printer "3

For more information, please refer to the "Windows Layout SDK via Printer Driver Programming Manual”.

For more information, please refer to the "Windows Layout SDK via POS Print SDK Programming Manual”.

For more information, please refer to the "Android Layout SDK Programming Manual".

For more information, please refer to the "iOS Layout SDK programming manual".

For more information, please refer to the "JavaScript Layout SDK programming manual”.

on the specifications of interface, there is a case where the data transfer rate is insufficient. Please take sufficient

verification.

For more information, please refer to the "Windows POS Print SDK Programming Manual".

*10: For more information, please refer to the "Android POS Print SDK Programming Manual".

*11: For more information, please refer to the "iOS POS Print SDK Programming Manual".

*12: For more information, please refer to the "CITIZEN XML-Print Service Programming Manual".

*13: For more information, please refer to the "User’s Manual" of printer.
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Layout File
format

Limit of layout

Layout printing
reproducibility

Print preview of
under execution
environment

Print
Languages

Print data

Printer function
POS: Cutter, Buzzer,
Drawer, NV logo
Label: Media settings,
Media handling, Print
speed, Print density,
Position adjustment,
etc.

Print completion
detection

Windows
via Printer Driver

CLF
No limit

High

Yes

Depends on PC

Graphics-based

Yes™

No

Windows
via POS Print SDK

CLF / XML

The difference due to the operation environment - Printing

Android

i0S

XML

Some restrictions (see Appendix)

CLF: Depends on PC
XML: Depends on
Printer

CLF: Graphics-based
XML: Command-based

Yes "2."3

Yes ™

*1 : Available by setting the Windows printer driver.

*2 : Available by setting the export of the Layout Editor.

Some restrictions

No

Depends on printer

Yes™

Yes 6

Command-based

Yes 2

Yes"

*3 : Set the PrintOprion class and use it. The PrintOprion class overrides *2 export settings.

*4 : This library is using the print completion detection function of Windows POS Print SDK.

*5 : This library is using the print completion detection function of Android POS Print SDK.

*6 : This library is using the print completion detection function of iOS POS Print SDK.

*7 : This library is using the print completion detection function of CITIZEN XML-Print API.

JavaScript

Standalone
Forms

Standalone
Forms

Depends on
PC and
Printer

Yes 2

No
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| The difference due to the layout file format - Layout parts limitation
Layout parts CLF format XML format Standalone Forms
Characters No limit Some limitations Some limitations
Image No limit Some limitations Some limitations
Supported : Supported :
QR Code, EAN-13, EAN-8, QR Code, EAN-13, EAN-8,

UPC-A, UPC-E, Codabar, ITF, UPC-A, UPC-E, Codabar, ITF,
Code 39, Code 93, Code 128, Code 39, Code 93, Code 128,

- GS1-128, PDF417 GS1-128", PDF417,
Barcord No limit Data Matrix
Unsupported :
MaxiCode, Data Matrix, Unsupported :
GS1 Composite, GS1 Databar, MaxiCode, GS1 Composite,
iQR GS1 Databar, iQR
Numbering,
Numbering No limit Unsupported Unsupported
barcode
Figures ( Straight No limit Some limitations Some limitations
Line, Rectangle )
Figures ( Circle,
Polygon, Arc, No limit Unsupported Unsupported

Polyline, Free Line,
Bezier Curve)

*1 : Japanese models are not supported.
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| Layout Editor Version vs Layout SDK Version
Version Layout SDK
.Wi.ndow.s _ Windqws Android i0S JavaScript
Layout Editor via Printer Driver via POS Print SDK
CLF CLF XML XML XML XML
v1.0.x v1.0.0 or later — — — — —
v1.1.0 v1.0.0 or later — — — — —
v1.2.0 v1.0.0 or later — — v1.2.0 or later — —
v1.3.0 v1.3.0 or later — — v1.3.0 v1.3.0 v1.3.0
v1.4.0 v1.3.0orlater = v1.4.0 orlater = v1.4.0 or later v1.3.0 v1.3.0 v1.3.0
vi4d.il vl.3.0orlater = v1.4.0orlater v1.4.0 or later v1.3.0 v1.3.0 v1.3.0
v1.5.0 v15.0 v15.0 v1.4.0 or later v1.3.0 v1.3.0 v1.3.0
-16 - CITIZEN SYSTEMS JAPAN



CITIZEN Layout SDK

[ ] Printer sharing between Layout Editor and Layout SDK app
Layout SDK App
Wlndows .Wl.ndow's i Wlndqws Android i0S JavaScript
Driver Port via Printer Driver via POS Print SDK
CITIZEN COM @) 0] — — —
LPT O 02 — — —
USB @) o™ — — —
CITIZEN 3 w3 .3 .3
TCP/IP Port © © © © ©
Bluetooth -1 O o™ o™ —

*1 : Use the Bluetooth printer via CITIZEN COM assigned to the serial port.

*2 : Install the Windows driver without the status acquisition function, or uncheck "Enable bidirectional support" in the port
settings of the Windows driver.

*3 : If you do not need the status acquisition function, install the Windows driver without the status acquisition function, or
uncheck "Enable bidirectional support” in the port settings of the Windows driver.

If you need the status acquisition function, install Windows driver version 3.4.0.0 or later, and set both "Enable bidirectional

support” in the port setting of the Windows driver and "SNMP" in the port setting of CITIZEN TCP / IP port. Please check.

& CIIZEN CT-ST51 Properties x CIMIZEN TCP/IP Port X
Securty Device Settings Part cortrol Tool TCPfIP Port
Generdl Sharing Ports Advanced Color Management
porcrame [ ]
Timeout (1 .. 120) E =1 1)
Brint to the following port(s). Documents will print to the first free Raw Protocol Setting
checked port.
Port Number | 9100
Port Descriptien Printer ~
O Fre Print to File SNMP Monitor Setting
[ useoot Port d'imprimante vir. Fsmp
[ useo2 Port d'imprimante vir..
[ useoo3 Port d'imprimante vi.
[] PORTPROMPT: Local Port Microsoft XPS Decume Fr—
192,168.234.6 CITIZEN TCP/IP Port_ CITIZEN CT-5751 5
<] >
| [
Add Port... Delete Port Configure Port...
TR S L
[] Enable bidirectional support
[JEnable printer posling

*4 : Since the Windows PC occupies the connection with the Bluetooth printer, please turn off the Bluetooth of the
Windows PC while connecting to the printer from the Android app.

*5 : Since Windows PCs and iOS devices occupy the connection with the Bluetooth printer, turn off Bluetooth on the

unused side.

** You must restart your computer for the Windows driver changes to take effect.

-17 - CITIZEN SYSTEMS JAPAN



CITIZEN Layout SDK

1.3 Installation

Procedure for installing Layout SDK ( Layout Editor, Layout File Manager, Windows Layout SDK ) on
the PC:
Please check if the operating environment requirements are satisfied and terminate all other programs

on the PC before installation.

1. Double-click [LayoutSDK_Setup_en].
2. Click the [Next] button.
3. Read the License Agreement and check “l accept the terms of the license agreement.”
4. Click the [Next] button.
5. Select “Developers” and click the [Next] button.
6. Installation will begin.
7. Upon completion of installation click the [Finish] button to exit setup.
- Note -

“‘Developers” installation
Install the tools you need to get started with layouts on Windows.

"Redistribution” installation

Installs the modules required to print barcodes in a production environment via
Windows printer drivers.

If it is not installed, only barcodes such as QR codes will not be printed.
Installation is not required if the operating environment is via the POS Print
SDK.
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1.4 Uninstallation

Procedures for uninstalling Layout SDK from the PC:

Please terminate all other programs on the PC before uninstalling.

Open the Control Panel.

Open “Uninstall Program”

Double-click “CITIZEN Layout SDK”

“User Account Control” dialog box will be displayed. Click the [Continue] button.
A confirmation message will be displayed. Click the [Yes] button.

Uninstallation will begin.

No ok~ wbdE

Uninstallation will be completed. Click the [Finish] button.

- Note -
The PC may request for rebooting of Windows after completion of
uninstallation. Follow the message and reboot the system.
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2

Layout Editor
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2.1 Starting up and Exiting the Layout Editor

u Procedure for starting up the Layout Editor:

- In Windows 10 or Windows 11
1. Click the [Start] button displayed at the bottom left of the Desktop.

2. Click “CITIZEN” - “Layout Editor”
Layout Editor will start up.

- In Windows 8 or Windows 8.1
1. Tap “Layout Editor” tile on the Start screen.

Layout Editor will start up.

- In other Windows
1. Click the [Start] button displayed at the bottom left of the Desktop.

2. Click “All Programs” - “CITIZEN” - “Layout SDK” - “Layout Editor”

Layout Editor will start up.

- Note -
The “Information” dialog box will be displayed at Layout Editor start up.

Information >

This application does not support non-Citizen printers.

] Dont show this message again.

If you prefer not to receive this message in the future, please check the "Don't

show this message again® option and click the [OK] button.

- Note -

- If you want to print using POS printer fonts,

check "Printer font settings" in "Preferences" and select "POS printer".
- If you want to print using Standalone Forms on a label printer,

check "Printer font settings" in Preferences and select "Label printer".

( See: 2.8.1 Preferences )
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Procedure for exiting Layout Editor

1. Click “File” - “Exit” on the Menu Bar.

Layout Editor

A Save changes to Untitled?

2. Exit the Layout Editor.
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2.2 Layout Editor Overview

This section describes the terms and functions of the Layout Editor display screen.

Insert Toolbar

Menu Bar Main Toolbar Layout Toolbar
1 ] |
[ untitled - Layout Editor — m} *
File  Edit View Inset Layout Settings Help
NEH &L | |©@ @ 0%~ SF CITIZEN CT-5751 ]
[# e 5 5% |Ten=Es|
] ] Framed l Frame -
R DU N | ] L Properties] button
~ e | Z
— ~ Design
g (Name) Frame4
ez 1 v Misc
lsDefault False
Locked False
7 Prirtable True
P W Sea’d\
- Frame Mame
O Scroll bar Keyword
@ _ Parts Name
v Size
@ Landscape False
= Length 100
Width 71.88
_
;) W
79.07, 7.01 mm
|
Status Bar

Functions

Name Function

Menu Bar Provides access to various functions.

Main Toolbar Displays the default tools for Windows applications.

Layout Toolbar

Displays the tools that are most often used in layout editing.
(See 2.7 Changing the Layout).

Insert Toolbar

Displays the tools for field insertion.
(See 2.5 Inserting Parts and 2.6 Inserting Figures).

Layout editing area

Executes field input and layout editing.

Properties editing area

Displays or changes the properties of the selected field.
(See 2.5 Inserting Parts and 2.6 Inserting Figures).

Frame tab

Displays the prepared frame.
(See 2.4.2 Frame Operation Procedures).

Status Bar

Displays the status.
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The Main Toolbar shows the most commonly used tools in the application

Names and functions of Main Toolbar buttons

Button Name Function
B New Prepares a new document.
= Open Opens a saved file.
= Save Saves the file that is being edited.
= Print Prints the file that is being edited.
I Print Preview Displays the print preview for the file that is being edited.
) Undo Invalidates the previous operation.
(o Redo Redoes the invalidated operation.
& Cut Cuts the selected part and copies it onto the clipboard.
=3 Copy Copies the selected part onto the clipboard.
FeY Paste Pastes the part on the clipboard.
= Zoom Out Reduces the zoom magnification by 25%.
® Zoom In Increases the zoom magnification by 25%.
100% - Zoom Menu Selects the zoom magnification.
[Layout . . .
4 CITIZEN CT-5751 | Properties] D|§plays the layout properties Wl_ndow.
button (Displays the name of printer that is set up.)
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2.3 Using the Layout Editor

This section describes the basic operation procedures for Layout Editor by preparing a sample layout.

u Sample layout (Excluding Standalone Forms)

" .
L Sample

Layout Editor

e

M1 =23 =1 AT

u Layout specifications
Paper size: 80 x 297mm

Frame length: 20mm
[Logo mark image]
Format: Bitmap

[Text]

Size: 9pt

Font: Times New Roman

Frame length: 20mm

[Numbering barcode]

Type: Code39
The number starts from 1234 and is incremented by 1.
Displays the legible character set below the barcode.

Frame length: 5mm
[Straight line]

Line width: 1Imm
Shape: Broken

T

Framel

(image + text)

Frame?2

(numbering barcode)

Frame3 (figure)

Framel

Frame2

\

Frame3
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Start up the Layout Editor.

[ untitled - Layout Editor - m} X
File  Edit Wiew Inset Layout Settings Help
DEH| &L | | © @ 0% p ' CITIZEN CT-S751
[IB % =14 | d i 3|

Frame1 1 Frame
P . . . o L 2 ¢l|
= v Design
{Mame) Frame1

v Misc
—] Is Default False
Locked False
Printable True
P— w Seal:’]
Frame Name

Keyward

% Parts Name

v Size
@ Landscape False
=N Length 296.93

Width

71.88

78.80, 12.07 mm

1. Start up the Layout Editor.

(See 2.1 Starting up and Exiting Layout Editor).

- Note -

The initial zoom setting on the screen is 100%.

Set up the zoom magnification from the Zoom menu on the Main Toolbar if

necessary.
(See 2.8.2 Display settings).

Set up the layout properties.

Layout Properties

Frinter

Name CITIZEN CT-5751 ~ | | Properties

Driver: |CIT\ZEN CT-5751

Paper

B0{E4) x 257mm
80(64) x 3276mm
80(64) x 550mm
80(72) x 279mm

30
80(72) x 3276mm

80(64) x 273mm A

80(72) x 550mm v

Width:  [2.83in_ (71.88 mm)

Height:  [11.69in. (296.92mm)

Comments

oK Cancel

1. Select “File” - “Layout Properties” on the Menu Bar or click the [Layout Properties] button on

the Main Toolbar.

2. Only the Citizen printers that are installed will be displayed on the list. Select the printer to be
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used from the list.

Select the paper. Here, select “80(72)x 297mm” (select to suit your printer).
Click the [OK] button.

(See 2.4.1 Setting up the Layout Properties).

Set up the size of Framel.

Frame

=413

Design

(Mame) Frame 1
v  Misc

lsDefault False

Locked False

Printable True
v Search

Frame Name

Keyword

Parts Name
v Size

Landscape False

20

Width 71.88

Input “20” for [Length] in properties editing area.
2. Click inside the Layout editing area.

Specify the image assignment area.
Click the || [Image] button on Insert Toolbar.
2. Move the mouse pointer (cross-shaped cursor) to the Layout editing area.

Untitled - Layout Editor - m} X
File  Edit View Inset Layout Settings Help
DERH@R|(9 o 2m|o@ s - [ CITIZEN CT-5751
G h S E|E F AW T e =ES| S
Frame1 | Image
| AR | -
ThresholdValue 127 -
v Behavior
FlipType None
> Location 0.0
Locked False
Rotation Rotate0
> Size 72.15

SkewAngleX 0
SkewAngleY 0

EEUURLON | EEEEEE|E
|

v Design

(Mame) Image1

| DefautPath (I (=]

SizeMode Normal
+ Frame

IsFrame False

StrokeAlpha 255

StrokeColor 0

StrokeDashCap Hat
StrokeDashStyle  Solid
StrokeLlineJain Miter

nac

79.46, 722 mm 0.00, 0.00 mm T2.00 x 15.00 mm

3. Highlight the area for the image to be assigned by dragging the cursor in the right and

downward direction.
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4. The image assignment area will be displayed.

Set up the image properties.

Image

=41 E

ThresholdValue 127 ~
v Behavior

Flip Type None
> Location 0.0

Locked False

Rotation Rotatel
> Size 72.15

SkewAngleX 0
SkewAngleY 0

v Design
(Name) Image 1
[Detautpath [ i
SizeMode Normal
v Frame
False

IsFrame

1. Select the [DefaultPath] input field and click the .| putton.
An “Open” dialog box will be displayed.

2. Select the image file to be inserted and click the [Open] button.

Untitled - Layout Editor — O e
File  Edit View Inset Layout Settings Help
DEH &R|9 o § 2@ @@ 100 = [ CITIZEN CT-5751
G h S E|E F AW T e =ES| S
5] | Framel | Image
o P I I | Pervyr=
ThresholdValue 127 -
v Behavior
] FlipType None
> Location 0.0
Locked False
=) Rotation Rotated
> Size 72.15
= SkewAngleX 0
0
@ Image1
[e] ] C:\Users\ApL.|
0 Normal
@ False
255
| 0
Aat
i Solid
= StrokeLineJoin Miter
1 Lvak nac
50,89, 40.28 mm 0.00, 0.00 mm T2.00 x 15.00 mm

3. The image file will be inserted within the assignment area.

4. Click the blank section in the Layout editing area and cancel the selection of the image part.
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Input the text.
1. Click the L1 [Text] button on Insert Toolbar.
Untitled - Layout Editor — O X
File  Edit Miew Inset Layout Settings Help
DEE SR | 2ne®we - 5 CITIZEN CT-5 57
B HERBEEF A Tew EE e
Frame1 | Text
T T D | =
B &4l |=
v Behavior ~
FipType None
173 » Location 50. 15
Locked False
Rotation Rotate0
> Size 22.5
— SkewAngleX 0
= SkewAngleY 0
v Design
@ (Mame) Text1
(=]
Default Text
[l
v Font
> Font Segoe U, 9pt
FontCalor 0
ForiColorpha 255
FontStretchX 100
FontStretch'Y 100
v
Misc
_| IsReversal False
= v Outline
3872, -35.38 mm 50.00, 15.00 mm 22.00x 5.00 mm

2. Specify the assignment area.

(See 2.3 Using Layout Editor m Specify the image assignment area).

Text
=4 B
v Behavior A
FlipType None
> Location 50. 15
Locked False
Rotation Rotate0

Size 22.5
SkewAngleX 1]
SkewAngleY 1]

~ Design

~

Default Text

FortColor 0

FontColorAlpha 255

Fort Stretch X 100

Fort StretchY 100
v Misc

lsReversal False

Input “Layout Editor” in [DefaultText].

Click the [Font] input field and click the .| button.

The “Font” dialog box will be displayed.
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UD Digi Kyokasho N

Effects Sample
[ Strikeout
[ Underine paEvE
Seript:
| Westem v

EEVURRON|EEEEDH|&E

Untitled - Layout Editor - m} X
File  Edit View Inset Layout Settings Help
DERH@R|(9 o 2m|o@ s - [ CITIZEN CT-575 (5
LD RR|EEE AR Ten=Es|@-e
Frame1 | Text
[ = M
= =4 B
~ Design -
(Mame) Text1
Default Text Layout Editor
v Font
> Times New Romé...|
FontCalar 0
FontColorAlpha 255
= Font Stretch X 100
FontStretchf 100
v Misc
lsReversal False
v  Outline
lsOutline False
OutlineColor 255
OutlineColorBlpha 255
Outline LineJoin Miter
OutlingWidth 0.25
~  Printer Font
_| Bold False
2 Fort FontA
| TR 14
67.82, -34.85 mm 50.00, 15.00 mm 22.00 x 5.00 mm

6. Text will be inserted.

Insert Frame2.

1. Right-click on “Frame1” of the frame tab.

Framel  Frame2 |

3. “Frame2” will be added.

2. Click “Insert” from the menu.

5. Select “Times New Roman” for [Font Name] and “9” for [Size], and then click the [OK] button.
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Frame
=4l E
v Design
(Mame) Frame2
v Misc
lsDefault False
Locked False
Printable True
v Search
Frame Name
Keyword
Parts Name
v Size
Landscape False
[EETI 20
Width 71.88

4. Set up the length of Frame2 to “20”
(See 2.3 Using Layout Editor m Specify the size of Frame1).

5. Click the space within the Layout editing area.

Insert the numbering barcode.

1. Click the Y [Numbering (Barcode)] button on Insert Toolbar.

Untitled - Layout Editor - m} X
File Edit View Insert Layout Settings Help
DEE SR 9 | mo®we - [F CITIZEN CT-5751
D HRR|EEE AR Ten =B @0
Frame1 Fr;ame2 | | Frame
' ' ' ' ' ' ' g§§ %l | ;
v Design
(Name) Frame2
v Misc
Is Default False
Locked False
Printable True
— v Search
= Frame Name
Keyword
@ Parts Name
@ v Size
@ _ Landscape False
Length 20
| Width 71.88
&

Click-Drag to insert a new Mumbering 65.97, 20.19 mm

2. Specify the assignment area.

(See 2.3 Using Layout Editor m Specify the image assignment area).
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Numbering (Barcode)

o= 41|

Chik Digit On A
ChrDisplay D=pOn

Code Type Code 39 e
Fant Segoe Ul 9pt
NwRatio 25

QuietZone 5

Behavior

Flip Type None

Location 6.1

Locked False

Rotation Rotatel

Size 60. 19

Design

(Name) Numbering (Barcode
Numbering

DecimalDigits 0

Hexadecimal False

Increment 1

Index 0

Initizl 1234

3. Input “1” as the increment value in [Increment].
4. Input the initial value “1234” in [Initial].
5. Select “Code39” from the pull-down menu of [CodeType].
6. Select “DspOn” for human readable interpretation line from the pull-down menu of [ChrDisplay].
[ untitled - Layout Editor - m} X
File  Edit Wiew Inset Layout Settings Help
0 H|d _%| | "\') @ 100% o 5 CITIZEN CT-5751
|Igl | 5 51| T o w 3| | @
Frame? | Numbering (Barcode)
[ | 0 4|
== Z
ChkDigt on A
ChrDisplay DspOn
Code 3:1” v
N?c\‘mRaTID 52335993 e
| QUIE‘IZDFE 5
= - oy Fotwe Nane
@ 7| 1 ankT:n Fdsee
el . 1.2 3.4 A ™ Eijteat ?&t?gu
| - u‘ v D&eig’\
{Mame Numberi Barcode
- (Name) o ing (
Decimal Digits 0
r— T
Index 0
2‘_ Initial 1234
80.52, 8.02 mm 6.00, 1.00 mm 60.00 x 19.00 mm
7. The numbering barcode will be inserted.
Add Frame3.
] Frame3 l
el
1. Right-click on “Frame2” of the frame tab and click “Insert”
(See 2.3 Using Layout Editor m Insert Frame2).
2. Set up the length of Frame3 to “5”
(See 2.3 Using Layout Editor m Specify the size of Framel).
3. Click the space within the Layout editing area.
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Insert a broken line.
1. Click the <] [Straight Line] button on Insert Toolbar.

Untitled - Layout Editor — [m| X
File  Edit View Inset Layout Settings Help
DEH &R o % 2@ Q@ o = [ CITIZEN CT-5751
G| E AN Taen =ES| S e
Frame1 | Frame?  Frame3 | Frame
T I A | vy
~ Design
(Name) Frame3
v Misc
Is Default False
Locked False
Printable True
v Search
Frame Name
]} Keyword
@ Parts Name
v Size
@ Landscape False
Length 5
Width 71.88
Click-Drag to insert a new Straight line 72.32, 1.84 mm

2. Click the beginning point of the broken line and drag to the ending point while pressing the

[Shift] key.
Straight Line
s 4) | &
~ Behavior
FipType Nene
Locked False
Rotation Rotatel
SkewAngleX 0
SkewAngleY 0
~ Design
(Name) Straight Linel
~ Shape
> EndPairt 72.25
> StartPoint 0.25
~ Stroke
StrokeAlpha 255
StrokeCalor 0
StrokeDashCap  Hat
Dash v
StrokeEndCap | p—
StrokeStatCap
skt | e
NN B N
I BN I
EEEEENI

3. Select "Dash" from the pull down menu [Stroke Dash Style] for altering the style.
4. Enter "1" for line width under [Stroke Width].
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Untitled - Layout Editor - O x

File  Edit View [Inset Layout Settings Help
DEEH SR 9 | 2ne®we - [ CITIZEN CT-5751
B EEE AN T =E |8
Frame1 | Frame?  Frame3 | Slraighl Line
m|— R | o=
~ Behavior
_| FlipType None
173 Locked False
Rotation Rotate0
1 SkewfngleX 0

g SkewAnglet 0
—1 v Design
(Name) Straight Linel

_ ~ Shape
Ol - > EndPoint 72.25
% > StartPoint 0.25
v
il StrokeEndCa ; A
e P at
StrokeStatCap Rat
y StrokeWidth 1
T4.97, -42.88 mm 0.00, 2.50 mm 72.00 x 0.00 mm

5. Abroken line will be inserted.
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u Check the print image.
1. Click the & [Print Preview] button on Main Toolbar.
“Print Preview” dialog box will be displayed.

Print Preview [m| X

O @ 0

-

1R 3 A A
-

2. To check the entire or more details, select desired zoom magnification under zoom menu on
“Print Preview” dialog box.

3. Click the “Close” button and close the “Print Preview” dialog box.

Correct the layout in each frame based on the preview results.
(See 2.4.3 Basic Parts Operations).
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2.4 Common Operations for the Layout Editor

2.4.1 Setting up the Layout Properties
Procedures for selecting paper size and printer set up:
1. Click “File” - “Layout Properties” of the Menu Bar or click the [Layout Properties] button on Main

Toolbar.

The “Layout Properties” dialog box will be displayed.

Layout Properties >

Printer

Name: CITIZEN CT-5751 ~ | | Properties...

Driver: |C ITIZEN CT-S751

Paper

8064} x 279mm ~
B0NE4) x 257mm

B0{64) x 3276mm

8064} x 550mm

B(72) x 275mm

g0
80(72) x 3276mm
8072) x 550mm W

Width:  [2.83in. (71.88 mm) |

Height:  |11.69in. (296.92 mm) |

Comments

OK Cancel

2. Select the printer to output from the pull-down menu under [Name].
3. Select the paper size to be used from the pre-defined list of paper sizes.
4. Click the [OK] button.

- Note -

The “Layout Properties” dialog box is displayed first when a new file is created.
The changes made to the default settings on the first dialog box will be saved.
To change the settings during layout, the dialog box can be displayed according
to the pre-defined steps.
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2.4.2 Frame Operation Procedures

Layout editor can prepare layouts by dividing the input into frames along the vertical direction of the
paper.

This section describes the relationship between the output image and the frame along with frame
operation procedures.

- Note -
Standalone Forms must be layout within a single frame.

Standalone Forms cannot combine multiple frames for printing.

u Relationship between output image and frame (Excluding Standalone Forms)
When multiple frames are prepared with Layout Editor, the frames displayed in “Frame Tab” are

assembled from left to right to generate the output image.

Output image Layout Editor frame tabs
| |

E Sample
e FrameA 1
] ] FrameC

L _

....Sample image....

Z

FrameC

[ | Adding a frame

1 | ]
insert [

Delete

Frame1

Rename

Copy

1. Right-click on the name of the frame on the frame tab.
2. Menu will be displayed. Click “Insert”

3.  Anew frame will be inserted on the right of the existing frame.

| Deleting a frame

Frame1 | 1 ]
Insert |

i Rename
d Copy
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1. Right-click on the frame to be deleted.
2. Menu will be displayed. Click “Delete”

Layout Editor

| Delete selected frame?

3. Aconfirmation message for deletion will be displayed. Click the [Yes] button.

- Note -
When a frame is deleted, all parts laid out in the frame will also be deleted.

Changing the name of a frame

Frame1-| 1 ]
Insert |

— Delete '

| Renarne |

| Copy
1. Right-click on the frame to change the name.
2. Menu will be displayed. Click “Rename”

el

3.  The name of the frame will be highlighted. Input the new frame name.

4. Press the [Enter] key to confirm.

- Note -
It is also possible to change the frame name from [(Name)] in the Frame

Properties editing area.
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| Copying a frame

Frame1 | 1 ]
Insert |

P8 Delete '
] Rename
|

Right-click on the frame to be copied.

. Menu will be displayed. Click “Copy”
3. The copied frame will be inserted on the right of the original frame.

- Note -
Frame copying will copy all parts laid out on the original frame as well as the

frame attributes.

[ | Moving a frame
| |

] FrameC l ]

| |
] ] Framel_

1. Drag the name of the frame to be moved to the desired position.
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| Frame properties

Layout Editor enables properties to be set up for each frame.

Click the blank section in the Layout editing area to display the frame properties.

Standalone

Property name ‘ CLF | XML ‘ Forms ‘ Description

Size

Landscape o [ J [ J Set horizontal frame layout.

Length o A o Set frame height.

Width o o o Frame width, Not editable.

Others

IsDefault o — — Set current frame as base frame.
Locked o o o Set frame lock.

Printable o [ J — Set printing permission to frame.
Design

(Name) ®@ | @ | @ |Setnametoframe.

Search Use frame name, keyword and part name simultaneously to search and print coupons.
Frame Name [ [ J — Click [FrameName] to select frames.
Keyword [ [ J — Set search keyword.

Parts Name o [ J — Click [PartsName] to select parts.

*1: Please observe the following conditions if you want to use XML format.

- Specify the Length of the frame height in units of 1.00 mm.

- The maximum value of the frame Length property is as follows.

Model name (Printer)

CT-D101, CT-D150, CT-D151, CT-E301, CT-E351, CT-E601, CT-E651,
CT-S251, CT-S310ll,
CT-S601, CT-S6011l, CT-S651, CT-S651ll, CT-S751,
CT-S801, CT-S8011l, CT-S851, CT-S851I,

CT-S2000, CT-S4000, CT-S4500,
CT-S281, CT-S281ll,
CMP-20, CMP-2011, CMP-30, CMP-30II

Length
maximum

207 mm
(1656 dot)

117 mm
(936 dot)
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2.4.3 Basic Parts Operations

This section describes the basic operation procedures for moving, rotating etc. of the inserted parts.

[ | Parts operations and pointer shape

The available operations vary depending on the type of parts or the location pointed to by the mouse
pointer.

The mouse pointer shape will also change depending on the operations available.

Parts operations and pointer shape

. Pointer position
Shape Operation (Marker shape)
L\}, The part can be selected or moved. Inside the part frame
- Moves the configuration point for the part. Part configuration point (e)
% Scales up/down the part frame (part) simultaneously in | Four corners of the part frame
ki vertical and horizontal directions. (o)
jt Center of the four sides of the
= Scales up/down the part frame (part). part frame (0
%§ Rotates the part. Four corners ?I )the part frame
N Changes the ratio of a rounded rectangle corner.
s (See 2.6.2 Inserting a Rectangle). Left top of a rectangle (o)
[ | Select an inserted part. I“\\;.

To edit the inserted part:
1. Click the & [Select Objects] button on Insert Toolbar.
2. Click the part to be edited or click inside the part frame to select it. To select multiple parts,

click the parts while pressing the [Shift] key.

- Note -

When a part is selected, o markers are displayed around the part as shown in
the figure.

Press the [A] key while pressing the [Ctrl] key to select all inserted parts.

To cancel selection, click in the blank space or press the [ESC] key.
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[ Scale up/down a part. | "% { | T | [

The size of an inserted part is changed or the size of a text frame is changed to an appropriate size.

There are 2 ways to change the size of an inserted part.

<Dragging the marker to change>

H

= =
gt =

1. Click the part to be changed and drag o (the marker) on the outer frame. Dragging any of the
markers on four corners can change the size simultaneously in vertical and horizontal

directions.

- Note -
It is possible to scale up/down while maintaining the aspect ratio by pressing

the [Shift] key while dragging a corner marker.

<Inputting the part size>

=] 5319, 7
Height 7
Width 5319

1. Select the part to be changed.
2. Input the size of the outer frame (width and height) in [Size] in the Properties editing area.
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| Move an inserted part. %4.

There are 2 ways to move an inserted part.

<Dragging to the desired position>

1 i} %

$

1. Click inside the part to be moved and drag it to the desired position.

<Moving by specifying the position>

B 4592, 272
® 4592
Y 2712

1. Select the part to be moved.
2. Input the top left corner coordinates (left position, top position) of the outer frame for the part

under [Location] of the Properties editing area.

e

u Rotate an inserted part.

An inserted part is rotated.
The rotation angle can be 0, 90, 180 or 270 degrees.

There are 2 ways to rotate a part.

<Dragging to rotate>

R

1. Select the part.
2. Click on any of the red circles displayed around the corners and drag them according to the

desired angle.
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<Inputting the rotation angle>

v Behavior
FlipType None
Locked False

Rotate0

SkewAngleX

SkewAngleY
v Design

(Name) Rotate 270

1. Select the part.

2. Select the rotation angle from the pull-down menu of [Rotation] in the Properties editing area.
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2.4.4 Save As

A prepared file is saved with a name.

1. Click “File” - “Save As” on the Menu Bar.
“Save As” dialog box will be displayed.
Specify the folder to save the file.

Input the name under “File Name”
Click the [Save] button.

- Note -
The files prepared by Layout Editor will be saved with “.CLF” extensions.

"CLF" file can be used from the application on Windows PC.

245 Save

To save the edited file:
“Save As” dialog box will be displayed if the file has never been saved.
(See 2.4.4 Save As)

1. Clickthe [dl [Save] button on Main Toolbar.

-45 - CITIZEN SYSTEMS JAPAN



CITIZEN Layout SDK

2.4.6 Print

To print a particular file:

1. Click the & [Print] button on Main Toolbar.
“Print” dialog box will be displayed. The settings specified in layout properties will be displayed
in the dialog box.
(See 2.4.1 Setting up the Layout Properties).

Print *
Printer
MName CITIZEM CT-5751 w Properties. ..
Paper Orientation
Size 80(72) x 257mm v @ Portrait
Source Automatically Select ~ (O Landscape
Cance

2. Change them if necessary.
3. Click the [OK] button.

2.4.7 Print Preview

The print preview for a prepared file is displayed.

1. Clickthe | [Print Preview] button on Main Toolbar.

“Print Preview” dialog box will be displayed.

(See 2.1 Using Layout Editor m Check the print image).

To check details, change the zoom magnification from the pull-down menu of the Zoom Menu.
3. Click the [Close] button.
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2.4.8 Export

To export the edited file as an XML format layout file or a Standalone Forms format file:

- Note -
Export is disabled at default. If you want to use Export, please click "Printer

font settings" in preferences and put a check on it.

- Note -
Exported files does not include all of layout information. If the re-editing of the

layout is required, please save in CLF format always.

[ | Export XML format
1. Click “File” - “Export” - “Export Layout for POS Printer Font” on the Menu Bar.
“Driver Settings” dialog box will be displayed.

Drriver Settings *
Image Cash Drawer #1
Hafftone: Dither ~ Open At: Never e
Feed and Cut AU = (x 100ms)
Paper Media: MNormal Paper ~ Cash Drawer H2
Cutter Mode: Partial Cut ~ Open A: Never >
Paper Feed Length: 12702 mm Pulse Width: TE (x 100ms)
FRizotr Logo Printing
Start Print Beeps: 0 times e LT ¥
End Prirtt Beeps: e — Bottom of Page: None ~

2. Change them if necessary.

(Features are similar to the Windows driver, this settings will work when using the XML layout file).
3. Click the [OK] button.

“Export Layout for Mobile” dialog box will be displayed.

Specify the folder to save the file.

Input the name under “File Name”

Click the [Save] button.

- Note -
The layout is saved with the extension "XML".

"XML" file can be used from your app.
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| Driver Settings properties for XML format
Property name XML | Description
Set the image binarization process of the POS Print SDK.
Halftone A™ | Valid only when the image part: [Monochrome] is set to "None".
(Threshold, Dither)
. Set the paper type.
Paper Media ¢ (Normal Paper, Label / BM paper)
Set the paper cutting operation after layout printing.
Cutter Mode (No Cut, Partial Cut, Full Cut)
Set the amount of paper feed after printing.
Paper Feed Length @® | Valid only when the above Cutter Mode is set to "No Cut".
(0.00-50.80 mm)
Start Print Beeps °® Se_t ;he numb_er of times the printer built-in buzzer sounds before layout
printing. (0-9 times)
. Set the number of times the printer built-in buzzer sounds after layout
End Print Beeps o printing. (0-9 times)
« | Setwhen to open the cache drawer # 1.
2
Open At A (Never, Print Start, Print End)
. Set the pulse width of the signal that opens the cache drawer # 1.
Pulse Width o (1-8 x 100 ms)
« | Set when to open the cache drawer # 2.
2
Open At A (Never, Print Start, Print End)
. Set the pulse width of the signal that opens the cache drawer # 2.
Pulse Width o (1-8 x 100 ms)
Set the printer-registered logo (image) to be printed before layout printing.
Top of Page o (None, 1-20)
Bottom of Page °® Set the printer-registered logo (image) to be printed after layout printing.

(None, 1-20)

*1: Dither is not supported by the JavaScript POS Print SDK. It will function as "Threshold".

If you want other binarization, set the Monochrome property of the image part.
*2: Print End is not supported by the JavaScript POS Print SDK. It will function as "Print Start".
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Export Standalone Forms format

1. Click on the "File" menu in the menu bar, select “Export” - “Export Standalone Forms for

Label Printers”. The "Export" dialog box will be displayed.

Export

Media Settings
Label Sensor:

Print Method:
Sensor Location:
Print Speed
Printing Part:
Top-of-Form Feed:
Mon-printing Part:
Backfeed:

Print Density

Print Density:
Double Heat:
Operation Settings
Operation Mode:
Data Source:

CSV File:

Export

Mote:

Registration MName:

Use Cumrent Printer Settings

Media Handling

w Use Cument Printer Settings

Use Cument Printer Settings ~ Post-Print Action: Tear Off
Use Current Printer Settings ~ Start Offset: 5593 mm
End Offset: 1781
~ | mm
Use Cumrent Printer Settings ~ Postion Adjustment
Use Cument Printer Settings ~ Use Cument Printer Settings
Use Current Printer Settings ~ Horizontal Offset: U =
Use Current Printer Settings ~ Vertical Offset: O mm
Number of Copies
Use Cument Printer Settings ~ Defautt Mumber of Copies: 15
Use Cumrent Printer Settings ~
Seanned Data Printing ~
USB Barcode Scanner ~
l:l {up to 8 alphanumeric characters)
Register Register a Live Forms to the printer
Save... Save a Live Forms to the file
Test Prnt

Cancel

2. Change the item contents as needed.

(Features are similar to the Windows driver, settings will work when printing Standalone Forms).

To register the Standalone Forms format to the printer, click the [Register] button.

To save the Standalone Forms format to a file, click the [Save] button. The "Export Standalone

Forms for Label Printer" screen will be displayed.

Enter a name in the "File Name" field.
Click the [Save] button.
If you want to print, click the [Test Print] button.

- Note -

The format will be saved with the extension "PRN".

The "PRN" file can be imported into the printer and used.
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[ ] Export properties for Standalone Forms

Groupe name

Property name

Description

Media Settings

Label Sensor

Set the media sensor to use.
(Disabled, Label Gap, Label Mark, Use Current Printer Settings)

Print Method

Set the printing method.
(Thermal Transfer, Direct Thermal, Use Current Printer Settings)

Sensor Location

Set the media sensor to use.
(Front, Rear, Use Current Printer Settings, Media Handling, Use
Current Printer Settings)

Media Handling

Use Current
Printer Settings

Follows the settings on the printer side.

Post-Print Action

Set the action after printing.
(None, Tear Off, Dispenses, Pause, Cut, Cut and Pause, Peel Off,
Rewind)

Set the starting offset.

Start Offset _
(mm /in.)

End Offset Set th_e ending offset.
(mm /in.)

Printing Part

Set the speed for the printing part.
(2in (50.8 mm) / sec - 12 in (304.8 mm) / sec, Use Current Printer Settings)

Top-of-Form Feed

Set the paper feed speed for top-of-form feed.
(2.in (50.8 mm) / sec - 12 in (304.8 mm) / sec, Use Current Printer Settings)

Print Speed Non-orinting Part Set the paper feed speed for the non-printing part.
P 9 (2.in (50.8 mm) / sec - 12 in (304.8 mm) / sec, Use Current Printer Settings)
Set the paper feed speed for backfeed.
Backfeed (2 in (50.8 mm) / sec - 8 in (203.2 mm) / sec, Use Current Printer Settings)
Use Current . . .
Printer Settings Follows the settings on the printer side.
Poeltlon Horizontal Offset Set the horizontal offset.
Adjustment (mm /in.)
Vertical Offset Set tne vertical offset.
(mm/in.)

Print Density

Print Density

Set the print density.
(0-30, Use Current Printer Settings)

Double Heat

Set whether to perform high-density printing (double heat).
(Disabled, Enabled, Use Current Printer Settings)

Number of Copies

Default Number of
Copies

Set the default number of copies to print.

The number of copies can be changed when printing
Standalone Forms.

(1-9999)

Operation Settings

Operation Mode

Set the operation mode of Standalone Forms.
(Scanned Data Printing, CSV File Conversion Printing, CSV File Batch
Printing)

Data Source

Set the data source of Standalone Forms.

This setting is effective when Operation Mode is selected
other than "CSV File Batch Printing". This setting is fixed to
"UsB memory" when "CSV File Batch Printing" is selected in
Operation Mode.

(Serial Interface, Parallel Interface, Built-in LAN Interface, Optional LAN
Interface, USB Interface, USB Barcode Scanner, USB Memory)

CSV File

Set the CSV file used in Standalone Forms.

This setting is valid when "CSV File Conversion Printing" is
selected in Operation Mode.

(Save as type: CSV UTF-8 (Comma delimited))

Export

Registration Name

Set the name of Standalone Forms to be registered with
printer.
(up to 8 alphanumeric characters)
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Set the description of Standalone Forms to be registered with
Note printer.
(up to 50 characters)

*: The support for each property depends on the printer. For details, refer to the printer's User’s Manual.

u Operation methods of Standalone Forms

Standalone Forms supports the following three operation methods:
1. Scanned Data Printing

2. CSV File Conversion Printing

3. CSV File Batch Printing

- Note -
If you are using Standalone Forms for the first time, please read the

"Standalone Forms Starter Guide".

1. Scanned Data Printing:
This method is to obtain data from the interface specified in the Data Source property (default: USB
barcode scanner attached to the printer), populate the data into the designated parts (text, barcode),
and print labels.

The first scanned data goes into the part with the Mergelndex property "1", the second scanned data
goes into the part with the Mergelndex property "2", and so on.

Printing starts when the number of scan data retrievals reaches the maximum value of the
Mergelndex property.

After printing, it waits for the next first scan for the next label.

2. CSV File Conversion Printing:
This method is to obtain data from the interface specified in the Data Source property (default: USB
barcode scanner attached to the printer). It uses the data as a search key to check the first columns
of rows (records) in a CSV file stored in the printer. If it finds a matched row (record), it populates the

row data into the designated parts (text, barcode) and prints labels.

In the matched row (record), the first column goes into the part with the Mergelndex property "1", the
second column goes into the part with the Mergelndex property "2", and so on.
Printing starts when the number of columns reaches the maximum value of the Mergelndex property.

After printing, it waits for the next scan for the next search.

The CSV file must meet the following conditions:
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- File format: CSV, UTF-8 (with or without BOM), comma-separated, no header row, no line breaks
within columns (fields)

- File size: Up to 1,048,576 bytes

- Record size: Up to 2,048 bytes (including commas)

- Search reference: The first column (field) of each record

Note that the CSV file specified in the CSV File property is automatically saved to the printer when
registering a Standalone Forms format to the printer through the Layout Editor or importing
Standalone Forms formats in the printer.

3. CSV File Batch Printing:
This method is to obtain all rows (records) in the DATABASE.CSV file located on the USB memory
attached to the printer, populate the data into the designated parts (text, barcode), and print labels.

In each row (record), the first column goes into the part with the Mergelndex property "1", the second
column goes into the part with the Mergelndex property "2", and so on.

Printing starts when the number of columns reaches the maximum value of the Mergelndex property.
This is repeated until the last row (record).

The USB memory and CSV file must meet the following conditions:

- Format: FAT32

- File name and location: [USB memory].\CLS\DATABASE.CSV

- File format: CSV, UTF-8 (with or without BOM), comma-separated, no header row, no line breaks
within columns (fields)

- File size: Up to 2,147,483,647 bytes

- Record size: Up to 2,048 bytes (including commas)
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249 Import

To import a layout file in XML format:

- Note -
Import is disabled at default. If you want to use Import, please check "Printer

font settings" in preferences and select "POS Printer".

1. Click “File” - “Import” - “Import Layout for POS Printer Font” on the Menu Bar.
“Import Layout for Mobile” dialog box will be displayed.
Select the file to import
3. Click the [Open] button.
"Layout Properties" dialog box will be displayed.
Select the printer and paper.
Click the [OK] button.
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2.5 Inserting Parts

2.5.1 Inserting Characters

Text parts are inserted.

- Note -
The XML layout file and Standalone Forms are displayed in substitute fonts, so
the printed results may differ.

1. Click the [T] [Text] button on Insert Toolbar
2. Specify the area to insert the text part.
(See 2.3 Using Layout Editor).
Input the character series to be displayed in [Default Text] of the Properties editing area.

Change the attributes in the Properties editing area if necessary.

<Changing the font>
1. Click the [Font] input field in the Properties editing area.
2. Click the L=/ button.
“Font” dialog box will be displayed.
Select the font name, style and size from the lists.
4. Click the [OK] button.
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| Text properties
Standalone
Forms A
Name CLF | XML 5z l oo Description
Font Font
Misc
Set text flip.
IsReversal g o ® ® (No: False, Yes: True)
Text frame
CharacterSpacin ° . ° _ | settext.
g
. . Set row alignment.
LineAlignment e - o ~ | (Top, Middle, Bottom)
LineSpacing [ ) — [ ] — | Set line spacing.
. . Set text alignment.
1 —
TextAlignment ® A ® (Left, Center, Right, Justify*?)
— Set text orientation.
TextDirection ® B ® | (Horizontal, Vertical)
; Set text auto return.
TextWrapping o B e ~ | (Yes: Wrap, No: NoWrap)
Design
(Name) o [ ] L] @® | Set name to part.
DefaultText [ ) [ ] o A™ | Input the text to be displayed.
Set the font type. (PC font, Printer font)
FontType o o This setting changes the visibility of each property.
Meraelndex . . . ° Set an order (1-99) in which data is populated in
9 Standalone Forms. Set O for fixed data.
PC Font
Font o — [ J — | Set text font (Typeface/Size/Style).
FontColor o — [ — | Set text color.
FontColorAlpha o — o — | Set text opacity (0: transparent - 255: solid).
FontStretchX ® — o — | Set text horizontal scale.
FontStretchY o — o — | Set text vertical scale.
POS Printer Font
Bold — o — — | Set the emphasized characters. (No: False, Yes: True)
Font — o — — | Set printer font (FontA, FontB"3, FontC).
Height — [ ] — — | Set magnification of characters height (1-8 times).
Reverse — [ ] — — | Set the black/white inverted printing. (No: False, Yes: True)
Underline — [ ) — — | Set underline. (No: False, Yes: True)
Width — () — — | Set magnification of characters width (1-8 times).
Label Printer Font
Set printer font.
Font . _ _ Py (Printer Font 0-6, Smooth Printer Font, Smooth Printer Font (Bold),
Japanese Printer Font, Chinese Printer Font, Korean Printer Font,
Resident Font 1~4, Download Font 1-4)
Height — — — @® | Set magnification of characters height (1-8 times).
Set size of printer font.
This setting depends on the selected Font.
Printer Font 0-6: Not supported (invisible)
Smooth Printer Font: 4-48
Size _ _ _ PY Smooth Printer Font (Bold): 4-48
Japanese Printer Font : 16, 24, 32, 48
Chinese Printer Font : 16, 24
Korean Printer Font: 16, 24
Resident Font 1~4: 1-99
Download Font 1-4: 1-99
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Width — | — \ — \ o \ Set magnification of characters width (1-8 times).
Behavior

; Set part flip.
FlipType o B o B (Nonz, Horifontal, Vertical, Both)
Location o o o @® | Set part position (X,Y).
Locked [ ] [ ] o @® | Set part lock. (No: False, Yes: True)
Rotation o [ ] o @® | Set part rotate angle (0, 90, 180, 270).
Size o o o @ | Set part size (Width,Height).
SkewAngleX o — [ ] — | Set part horizontal slant angle.
SkewAngleY o — o — | Set part vertical slant angle.
Outline
IsOutline o — [ ] — | Set outline. (No: False, Yes: True)
OutlineColor L] — [ ] — | Set outline color.
OutlineColorAlp . . _
ha [ — [ — | Set outline opacity (0: transparent - 255: solid).
OutlineLineJoin [ ] — o — | Set outline combine shape.
OutlineWidth [ ] — o — | Set outline width.

1 TextAlignment property is not supported by the JavaScript POS Print SDK. It will function as "Left".

If you do not want to print left-aligned, insert space characters at the beginning of the string to adjust.

*2: Justify setting of TextAlignment property is not supported by the XML printing. It will function as

"Left".

*3: FontB setting of Font property is valid for single-byte characters and functions as "FontC" for multi-

byte characters (Kanji, Chinese, Hangul).

*4: DefaultText property does not support multi-line strings. Also, strings does not support wrapping.
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2.5.2 Inserting an Image

An image part is inserted.
Select an image to be inserted from the desired folder.

- Note -
Image formats that can be used : BMP, GIF, JPG, JPEG, PNG, ICO, EMF, WMF
Recommended image formats : Monochrome (1bpp) PNG

Click the [ [Image] button on Insert Toolbar.
2. Specify the image part assignment area.
(See 2.3 Using Layout Editor).
Click the [DefaultPath] input field in the Properties editing area.
Click the L./ button.
“Open” dialog box will be displayed.
Select the image file to be inserted.
Click the [Open] button.
Change the attributes in the Properties editing area if necessary.
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| Image properties
Name | CLF | xwmL | Sandalone | pescription
Design
(Name) o o [ J Set name to part.
DefaultPath [ J o o Set image file.
Set how the image is displayed.
SizeMode ® AT o I(:[i)tc;gbga(rjt(:)tétljgtrcrlnwlarkage (FixedAspect = False),
Fit to part with fixed aspect ratio: Zoom (FixedAspect = True))
Adjustment
Brightness [ J o o Set brightness (-100 - 100).
Contrast [ J [ J o Set contrast (-100 — 100).
GammacCorrection | @ o o Set gamma correction (0.01 — 5.00).
Set monochrome.
Monochrome o o o (None™, Threshold, Dither1, Dither2,
ErrorDiffusionl, ErrorDiffusionZ)
ThresholdValue [ J o [ Set threshold for monochrome.
Operation
. Set part flip.
FlipType o B ot (Nonz, Horifontal, Vertical, Both)
Location [ J o [ J Set part position (X,Y).
Locked [ J [ J [ J Set part lock. (No: False, Yes: True)
Rotation o o o Set part rotate angle (0, 90, 180, 270).
Size [ J JANS [ Set part size (Width,Height).
SkewAngleX [ J — [ Set part horizontal slant angle.
SkewAngleY [ J — [ Set part vertical slant angle.
Frame
IsFrame [ J — [ Set frame line. (No: False, Yes: True)
StrokeAlpha [ J — [ Set frame line color opacity (0: transparent — 255: solid).
StrokeColor [ J — o Set frame line color.
StrokeDashCap o — [ J Set dashed line end style.
StrokeDashStyle [ J — [ J Set frame line style.
StrokeLineJoin o — o Set frame line combine shape.
StrokeWidth o — o Set frame line width.

"1 Stretchimage setting of SizeMode property is not supported in XML format. It will function as
"Normal".

2. When None is set in Monochrome property, the image binarization process is performed by the
Windows printer driver or each POS Print SDK, so the result will be different.

*3: Please observe the following conditions if you want to print with non-Windows printer driver.

- Specify Size (height) in units of 1.00 mm.
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2.5.3

A barcode part is inserted.

- Note -

Inserting a Barcode

The XML layout file and Standalone Forms are displayed in substitute symbol,

so the printed results may differ.

1. Click the I3 [Barcode] button on Insert Toolbar.
Specify the assignment area for the barcode part.

(See 2.3 Using Layout Editor).

Input the code to be generated in [DefaultCode] under the Properties editing area.

Select the type of barcode to be generated from the pull-down menu of [CodeType] under the

Properties editing area.

5. Change the attributes from the Properties editing area if necessary.

[ | Barcode properties
Name | CLF | XML | Sandalore [ pescription
Design
(Name) o o o Set name to part.
DefaultCode [ o o Set barcode data.
Set an order (1-99) in which data is populated in
Mergeindex ® Standalone Forms. Set O for fixed data.
Barcode
CellAdiust Y . . Set correction level by dot for 2D cell size and barcode
) bar width.
CellPitch o o o Set cell pitch for 2D, bar pitch for 1D barcode.
Set symbology.
*] *4 (QR Code, EAN-13, EAN-8, UPC-A, UPC-E, Codabar, ITF, Code
CodeType o A A 39, Code 93, Code 128, GS1-128, MaxiCode, PDF417, Data
Matrix, GS1 Composite, GS1 Databar, iQR)
Font o — — Set font for human readable interpretation.
QuietZone o o ([ Set margin for barcode.
. . Set error correction for QR Code.
2 5
Eccl.evel o A A (L (7%), M (15%), Q (25%), H (30%), S (50%))
Set model version for QR Code.
ModelNo o B o (Model 1, Model 2, Micro QR, Model 2 (GS1 format))
Version o — — Set barcode version, “0” to auto.
BarHeight o [ o Set barcode height.
Set display for human readable interpretation.
ChrDisplay o JANG A | (No: DspOff, Yes: DspOn, Indication with 3 mm fixing:
DspOn3mm, Indication with user-defined fonts: DspOnUser)
Set add-on for EAN-8/13, UPC-A/E.
OptEANUPC ot — o (No: StandardE, Yes: AddOn)
.- Set check digit.
ChkDigit o B B (Yes: On, No: Off)
NwRatio o — — Set ratio of wide and narrow bar space.
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Set bearer bar for ITF.

OptiTF o _ o (No: Standardl, Yes: BearerBar)
Set codeset for CODE128, GS1-128 (EAN-128).

OptCODE128 et B B (A: SetA, B: SetB, C: SetC, Automatic: SetAuto)
Set number of column.

PDF417Column et et o (Automatic: 0 or Standard/Truncated: 1 — 30, MicroPDF417: 1 — 4)
Set correction level for PDF417.

PDF417Ecc o [ [ (Auto, PDFO, PDF1, PDF2, PDF3, PDF4, PDF5, PDF6, PDF7,
PDF8 and MicroPDF417: Auto only)
Set model version for PDF417.

PDF417Model o - o (Standard, Truncated, MicroPDF417)
Set number of row.

PDF417Row (Automatic: 0 or Standard/Truncated: 3 — 90, MicroPDF417: 4 —
44)

PDF417XYratio [ Set row height by ratio.

AtMark [ — — Set @ sequence interpretation. (ON, OFF)
Set code type for GS1 Composite.
(GS1DatabarOmniCCA, GS1DatabarOmniCCB,
GS1DatabarTrncCCA, GS1DatabarTrncCCB,
GS1DatabarStkCCA, GS1DatabarStkCCB,

- GS1DatabarStkOmniCCA, GS1DatabarStkOmniCCB,

CompositeModel o - ® | CSiDatabarLmiCCA, GSiDatabarLmtCCB, GS1DatabarExpCCA.,
GS1DatabarExpCCB, GS1DatabarExpStkCCA,
GS1DatabarExpStkCCB, EAN13CCA, EAN13CCB, EANSCCA,
EANSCCB, UPCACCA, UPCACCB, UPCECCA, UPCECCB,
EAN128CCA, EAN128CCB, EAN128CCC)
Set model for Data Matrix.

DmxMode ® _ _ (Square, Rectangular, Sqr_GS1, Rect_GS1)

Dsp2dStr °® . . Set human readable on two-dimensional barcode in

P <ChrDisplay> = "DspOnUser". (ON, OFF)

Set view by using the escape sequence characters that

EscapeStr o can not be displayed. (ON, OFF)

iIQRCompress [ — — Set data compression for iQR. (ON, OFF)

. Set model for iQR.

IQRModel o T B (Square, Rectangular, Sgr_GS1, Rect_GS1)

. Set mode for MaxiCode.

MaxiCodeMode ® T T (Mode2, Mode3, Mode4, Mode5)
Set even number of Column (2 - 20, Only even) for GS1

RssExpColumn o B B Databar (RSS) Expanded Stacked.

RssHeight o — — Set bar height.
Set model for GS1 Databar (RSS).

_ _ (GSlDatabarOmni, GS1DatabarTrnc, GS1DatabarStk,

RssModel ® GS1DatabarStkOmni, GS1DatabarLmt, GS1DatabarExp,
GS1DatabarExpStk)

Operation

; Set part flip.

FlipType ® _ _ (None, Horizontal, Vertical, Both)

Location o o o Set part position (X,Y).

Locked [ [ [ Set part lock. (No: False, Yes: True)

Rotation o [ o Set part rotate angle (0, 90, 180, 270).

Size o [ o Set part size (Width,Height).

*1: CodeType properties MaxiCode, Data Matrix, GS1 Composite, GS1 Databar, and iQR setting are

not supported in XML format.

*2: S (50%) setting of EccLevel property is not supported in XML format.

*3: DspOn3mm and DspOnUser setting of ChrDisplay property are not supported in XML format. It will
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function as "DspOn".
*4: CodeType properties MaxiCode, GS1 Composite, GS1 Databar, and iQR setting are not supported

in Standalone Forms.
;'S (560%) setting of EccLevel property is not supported in Standalone Forms.
*6: DspOn3mm and DspOnUser setting of ChrDisplay property are not supported in Standalone Forms.

It will function as "DspOn".

- Note -
The displayed details will vary depending on the type of barcode to be inserted.
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2.5.4 Inserting Numbering

Numbering parts are inserted.

- Note -
Numbering parts are not supported Export.

Click the 12| [Numbering] button on Insert Toolbar.
2. Specify the assignment area for the numbering part.
(See 2.3 Using Layout Editor).
Input the increment value in [Increment] under the Properties editing area.
Input the initial value in [Initial] under the Properties editing area.
Change the attributes in the Properties editing area if necessary.

<Changing the font>
1. Click the [Font] input field of the Properties editing area.
2. Click the L. button.
“Font” dialog box will be displayed.
3. Select the font name, style and size from the lists.
4. Click the [OK] button.

- 62 - CITIZEN SYSTEMS JAPAN



CITIZEN Layout SDK

| Numbering properties
Name | CLF ‘ XML ‘ ‘ Description
Others
t text flip.
IsReversal o (SYees:?'rue, Elo: False)
Text frame
CharacterSpacing [ Set text tracking.
. . Set row alignment.
LineAlignment ® (Top, Middle?Bottom)
LineSpacing o Set line spacing.
; Set text alignment.
TextAlignment ® (Left, CentefJ Right, Justify)
N t text orientation.
TextDirection o (S|_|eorizeom§’ \?ertié::alc;
. Set text auto return.
TextWrapping ® (Yes: Wrap, No: NoWrap)
Design
(Name) | [ \ Set name to part.
Numbering
DecimalDigits [ Set the limit for number of digits after the decimal point.
Hexadecimal ® Set hexadecimal notation.
(No: True, Yes: False)
Increment o Set increment/decrement.
Index o Set index of numbering.
Initial [ Set init value.
IntegralDigits [ Set the number of digit to be displayed.
PrefixText [ J Set prefix character for Numbering.
SuffixText [ Set suffix character for Numbering.
ThousandsSeparator o (SYeetSl_ggS ?\E’?i;‘?‘:‘e’; ()
Set zero-fill when fewer than the minimum number of
ZeroFill o digit.
(Yes: True, No: False)
Font
Font o Set text font (Typeface/Size/Style).
FontColor o Set text color.
FontColorAlpha o Set text opacity (0: transparent — 255: solid).
FontStretchX [ J Set text horizontal scale.
FontStretchY o Set text vertical scale.
Operation
. Set part flip.
FlipType ® (Nonz, Horifontal, Vertical, Both)
Location [ Set part position (X,Y).
Locked [ Set part lock. (No: False, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size o Set part size (Width,Height).
SkewAngleX o Set part horizontal slant angle.
SkewAngleY o Set part vertical slant angle.
Outline
. Set outline.
IsOutline ® (No: False, Yes: True)
OutlineColor o Set outline color.
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OutlineColorAlpha

Set outline opacity (0: transparent — 255: solid).

OutlineLineJoin

Set outline combine shape.

OutlineWidth

Set outline width.
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2.5.5 Inserting Numbering (Barcode)

Numbering (barcode) parts are inserted.

- Note -

Numbering (barcode) parts are not supported Export.

Click the ™! [Numbering (Barcode)] button on Layout Toolbar.
2. Specify the assignment area for the numbering (barcode) part.
(See 2.3 Using Layout Editor).
Input the increment value in [Increment] under the Properties editing area.
Input the initial value in [Initial] under the Properties editing area.
Select the type of barcode to be generated from the pull-down menu of [CodeType] under the
Properties editing area.
6. Change the attributes in the Properties editing area if necessary.
(See 2.5.3 Inserting a Barcode/2.5.4 Inserting Numbering).

[ | Numbering (Barcode) properties
Name | CLF | XML | Sandalore [ pescription
Design
(Name) | @ | — | — [setname topart.
Numbering
DecimalDigits o Set the limit for number of digits after the decimal point.
Hexadecimal P Set hexadecimal notation.
(No: True, Yes: False)
Increment o Set increment/decrement.
Index [ J Set index of numbering.
Initial [ J Set init value.
IntegralDigits [ J Set number of digit for integer.
PrefixText [ J Set prefix character for Numbering.
SuffixText [ J Set suffix character for Numbering.
ThousandsSeparator [ ) Set 1000 separator (,).
(Yes: True, No: False)
Set zero-fill when fewer than the minimum number of
ZeroFill o digit.
(Yes: True, No: False)
Barcode
CellAdjust °® Set cprrection level by dot for 2D cell size and barcode
bar width.
CellPitch [ J Set cell pitch for 2D, bar pitch for 1D barcode.
Set symbology.
CodeType o 53, Cods 95, Cote. 128, 681125, Meicode, POFALY, Dats
Matrix, GS1 Composite, GS1 Databar, iQR)
FontName [ J Set the font for human readable interpretation.
QuietZone [ J Set margin for barcode.
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Set error correction for QR Code.

Ecclevel ® (L (7%), M (15%), Q (25%), H (30%), S (50%))
Set model version for QR Code.
ModelNo ® (Model 1, Model 2, Micro QR, Model 2 (GS1 format))
Version o Set barcode version, “0” to auto.
BarHeight o Set barcode height.
Set for human readable interpretation.
ChrDisplay o (No: DspOff, Yes: DspOn, Indicaton with 3 mm fixing:
DspOn3mm, Indication with user-defined fonts: DspOnUser)
Set add-on for EAN-8/13, UPC-A/E.
OptEANUPC o (No: StandardE, Yes: AddOn)
.. Set check digit.
ChkDigit et (Yes: On, No: Off)
NwRatio o Set ratio of wide and narrow bar space.
Set bearer bar for ITF.
OptTF et (No: Standardl, Yes: BearerBar)
Set codeset for CODE128, GS1-128 (EAN-128).
OptCODE128 ® (A: SetA, B: SetB, C: SetC, Automatic: SetAuto)
Set number of column.
PDF417Column o (Automatic: 0 or Standard/Truncated: 1 — 30, MicroPDF417: 1 — 4)
Set correction level for PDF417.
PDF417Ecc o (Auto, PDFO, PDF1, PDF2, PDF3, PDF4, PDF5, PDF6, PDF7,
PDF8 and MicroPDF417: Auto only)
Set model version for PDF417.
PDF417Model o (Standard, Truncated, MicroPDF417)
Set number of row.
PDF417Row o (Automatic: 0 or Standard/Truncated: 3 — 90, MicroPDF417: 4 —
44)
PDF417XYratio [ J Set row height by ratio.
AtMark o Set @ sequence interpretation. (ON, OFF)
Set code type for GS1 Composite.
(GS1DatabarOmniCCA, GS1DatabarOmniCCB,
GS1DatabarTrncCCA, GS1DatabarTrncCCB,
GS1DatabarStkCCA, GS1DatabarStkCCB,
; GS1DatabarStkOmniCCA, GS1DatabarStkOmniCCB,
CompositeModel ® GS1DatabarLmtCCA, GS1DatabarLmtCCB, GS1DatabarExpCCA,
GS1DatabarExpCCB, GS1DatabarExpStkCCA,
GS1DatabarExpStkCCB, EAN13CCA, EAN13CCB, EANSCCA,
EANSCCB, UPCACCA, UPCACCB, UPCECCA, UPCECCB,
EAN128CCA, EAN128CCB, EAN128CCC)
Set model for Data Matrix.
DmxModel o (Square, Rectangular, Sgr_GS1, Rect_GS1)
Dsp2dStr °® Set human readable on two-dimensional barcode in
P <ChrDisplay> = "DspOnUser". (ON, OFF)
Set view by using the escape sequence characters that
Escapestr o can not be displayed. (ON, OFF)
iIQRCompress o Set data compression for iQR. (ON, OFF)
. Set model for iQR.
IQRModel ® (Square, Rectangular, Sqr_GS1, Rect_GS1)
. Set mode for MaxiCode.
MaxiCodeMode ® (Mode2, Mode3, Mode4, Mode5)
Set even number of Column (2 - 20, Only even) for GS1
RssExpColumn o Databar (RSS) Expanded Stacked.
RssHeight o Set bar height.
Set model for GS1 Databar (RSS).
RssModel ® (GS1DatabarOmni, GS1DatabarTrnc, GS1DatabarStk,

GS1DatabarStkOmni, GS1DatabarLmt, GS1DatabarExp,
GS1DatabarExpStk)
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Operation

. Set part flip.
FlipType ® (Nonz, Horifontal, Vertical, Both)
Location o Set part position (X,Y).
Locked [ J Set part lock. (No: False, Yes: True)
Rotation [ J Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
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2.5.6 Inserting Date and Time

Date and time parts are inserted.

- Note -
Date and time parts are not supported Export.

Click the || [Date & Time] button on Layout Toolbar.

2. Specify the assignment area for the date and time part.
(See 2.3 Using Layout Editor).

3. Input the date in [Date] under the Properties editing area.

- Note -
The calendar will be displayed by clicking the pull-down menu of [Date].
It is also possible to input the date by clicking on a desired date in the calendar.

4. Input the time in [Time].
5. Change the attributes in the Properties editing area if necessary.

<Changing the font>
1. Click the [Font] input field in the Properties editing area.
2. Click the L. button.
“Font” dialog box will be displayed.
3. Select the font name, style and size from the lists.
4. Click the [OK] button.
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| Date & time properties
Name | CLF ‘ XML | | Description
Others
t text flip.
IsReversal o (SYees:?l'rue, Elo: False)
Text frame
CharacterSpacing o Set text tracking.
. . Set row alignment.
LineAlignment ® (Top, Middle:C]Bottom)
LineSpacing o Set the line spacing.
; Set text alignment.
TextAlignment o (Left, CenterE:]Right, Justify)
N t text orientation.
TextDirection [ (S|_|eorizeont:|’ \?ertzag
. Set text auto return.
TextWrapping o (Yes: Wrap, No: NoWrap)
Design
(Name) | o \ Set name to part.
Font
Font o Set text font (Typeface/Size/Style).
FontColor [ J Set text color.
FontColorAlpha [ J Set text opacity (0: transparent — 255: solid).
FontStretchX [ J Set text horizontal scale.
FontStretchY o Set text vertical scale.
Operation
; Set part flip.
FlipType ® (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Locked o Set part lock. (No: False, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size o Set part size (width,Height).
SkewAngleX o Set part horizontal slant angle.
SkewAngleY o Set part vertical slant angle.
Date
Date o Set date.
i - Set date format.
DateTimeSpecified ot (Fixed: Fixed, Current (at time of printing): Now, Offset: Offset)
Format [ J Set time format.
FormatCulture [ J Set culture to modify date format list.
OffsetDays o Set date offset by day(s).
OffsetMonths o Set date offset by month(s).
OffsetYears o Set date offset by year(s).
Time [ J Set time.
Outline
: Set outline.
IsOutline o (No: False, Yes: True)
OutlineColor [ J Set outline color.
OutlineColorAlpha [ Set outline opacity (0: transparent — 255: solid).
OutlineLineJoin [ J Set the corner outline format.
OutlineWidth o Set outline width.
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2.6 Inserting Figures

2.6.1 Inserting a Straight Line

__———-"’/—’!—I_/

1. Click the <] [Straight Line] button on Insert Toolbar.

2. Move the mouse pointer | ' | to the Layout editing area.

3. Click the starting point for the straight line and drag to the ending point.
(See 2.3 Using Layout Editor).

- Note -
It is possible to draw the straight line horizontally or vertically from the starting

point by dragging while pressing the [Shift] key.

4. Change the attributes in the Properties editing area if necessary.
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| Straight line properties
Name | CLF | XML | Sandalone [ pescription
Design
(Name) \ o ‘ o ‘ ® \ Set name to part.
Shape
EndPoint [ ) AT [ ] Set line end point.
StartPoint o AT [ Set line start point.
Line
StrokeAlpha [ J — ® Set line color opacity (0: transparent — 255: solid).
StrokeColor o — o Set line color.
StrokeDashCap [ J — o Set dashed line end style.
StrokeDashStyle ® [ ] o Set line style.
StrokeEndCap o — o Set line end style.
StrokeStartCap o — o Set line start style.
StrokeWidth [ ] AT [ ] Set line width.
Operation

. Set part flip.
FlipType o B e (Nonz, Horifontal, Vertical, Both)
Locked [ ) [ ) (] Set part lock. (No: False, Yes: True)
Rotation o o o Set part rotate angle (0, 90, 180, 270).
SkewAngleX [ J — o Set part horizontal slant angle.
SkewAngleY [ J — ® Set part vertical slant angle.

*1: Please observe the following conditions if you want to use XML format.

- The straight line, please specified to be horizontal or vertical.

- Specify the length of the straight line in units of 1.00 mm.

- In upside down printing, specify StrokeWidth more than 0.25 mm.

- In non-upside down printing, specify StrokeWidth more than 0.13 mm.
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2.6.2 Inserting a Rectangle

O

1. Click the |O| [Rectangle] button on Insert Toolbar.

2. Move the mouse pointer | ' o | to the Layout editing area.

3. Click at the desired position to assign the rectangle and drag the mouse in the right and
downward direction.
(See 2.3 Using Layout Editor).

4. Change the attributes from the Properties editing area if necessary.
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| Rectangle properties
Name | CLF | XML | Sandalone [ pescription
Design
(Name) \ o ‘ o ‘ ® \ Set name to part.
Shape
RadiusX o — o Set horizontal ratio for rounded rectangle corner.
RadiusY [ J — [ J Set vertical ratio for rounded rectangle corner.
Line
StrokeAlpha o — o Set line color opacity (0: transparent — 255: solid).
StrokeColor o — [ J Set line color.
StrokeDashCap [ J — [ J Set dashed line end style.
StrokeDashStyle o [ ] [ J Set line style.
StrokeLineJoin [ J — [ Set line combine style.
StrokeWidth [ A [ J Set line width.
Fill
FillAlpha [ J — o Set fill color opacity (0: transparent — 255: solid).
FillColor o — [ J Set fill color.
Operation
. Set part flip.
FlipType o B ot (Nonz, Horifontal, Vertical, Both)
Location [ ] [ o Set part position (X,Y).
Locked [ J — [ Set part lock. (No: False, Yes: True)
Rotation o o [ J Set part rotate angle (0, 90, 180, 270).
Size ® AT o Set part size (width,Height).
SkewAngleX o — [ J Set part horizontal slant angle.
SkewAngleY [ J — [ J Set part vertical slant angle.

*1: Please observe the following conditions if you want to use XML format.

- Specify Size in units of 1.00 mm.

- In upside down printing, specify StrokeWidth more than 0.25 mm.

- In non-upside down printing, specify StrokeWidth more than 0.13 mm.
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2.6.3 Inserting a Circle or Oval

1. Click the Q] [Circle] button on Insert Toolbar.

2.  Move the mouse pointer | * ¢ | to the Layout editing area.

3. Click at the desired position to assign the rectangle and drag the mouse in the right and
downward direction.
(See 2.3 Using Layout Editor).

- Note -

It is possible to insert a perfect circle by dragging while pressing the [Shift] key.
It is also possible to scale up/down the circle/oval while maintaining the aspect
ratio by dragging the mouse while pressing the [Shift] key when changing its

size.

4. Change the attributes from the Properties editing area if necessary.
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| Circle/oval properties
Name | CLF ‘ XML | | Description
Design
(Name) | @ | | | Set name to part.
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor [ J Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeWidth [ J Set line width.
Fill
FillAlpha o Set fill color opacity (0: transparent — 255: solid).
FillColor o Set fill color.
Operation

. Set part flip.
FlipType ® (Nonz, Horifontal, Vertical, Both)
Location o Set part position (X,Y).
Locked o Set part lock. (No: False, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX [ J Set part horizontal slant angle.
SkewAngleY [ J Set part vertical slant angle.
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2.6.4 Inserting a Polygon

<

1. Click the [&] [Polygon] button on Insert Toolbar.

2. Move the mouse pointer | ' ¢ | to the Layout editing area.

3. Click at the desired position to assign the rectangle and drag the mouse in the right and
downward direction.
- Note -

It is possible to insert a regular polygon by dragging while pressing the [Shift]
key.
It is also possible to scale up/down the polygon while maintaining the aspect

ratio by dragging the mouse while pressing the [Shift] key when changing its
size.

4. Input the number of corners in [Corner] under the Properties editing area.

] L O O [ 0

(=] 0 0 (H] O

(=]

“Polygon” “Star”

5. To insert a star shape, select “Star” from the pull-down menu of [Shape] under the Properties
editing area.

6. Change the attributes from the Properties editing area if necessary.
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| Polygon properties
Name | CLF ‘ XML | | Description
Design
(Name) o | | | Set name to part.
Shape
Corner o Set number of corner (3 - 60) for polygon.
. Set polygon ratio (0 — 100).
Ratio o (Valig) on)fg when [Sh:(ape] is s)et to “Star”)
Set polygon shape.

Shape o (Poly%ori/:gPolygon,pStar: Star)
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor o Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeLineJoin o Set the figure edge format style.
StrokeWidth [ J Set line width.
Fill
FillAlpha o Set fill color opacity (0: transparent — 255: solid).
FillColor [ J Set fill color.
Operation

: Set part flip.
FlipType o (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Locked [ J Set part lock. (No: False, Yes: True)
Rotation [ J Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX o Set part horizontal slant angle.
SkewAngleY o Set part vertical slant angle.
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2.6.5 Inserting an Arc, Pie or Chord

1. Click the [™] [Arc] button on Insert Toolbar.

2.  Move the mouse pointer

© | to the Layout editing area.

3. Drag from a desired point to make the reference circle.

- Note -

It is possible to make a perfect reference circle by dragging the mouse while

pressing the [Shift] key.

2

[Shift]

—>

20

4. Specify the arc section to be used. Click the starting point on the displayed dotted circle and

drag to the ending point. It is possible to switch the arc section to be used by pressing the [Shift]

key while dragging.

RN

Chord

5. Select the shape from the pull-down menu of [Shape] under the Properties editing area.

6. Change the attributes from the Properties editing area if necessary.
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| Arc properties
Name | CLF ‘ XML | | Description
Design
(Name) | @ | | | Set name to part.
Shape
EndAngle [ J Set end angle for arc, clockwise from x axis.
. t clockwi nterclockwise for arc.
IsClockwise o (S(Zelo:k\(/)vie: T?L?é(,:gl;un?e::cggkwisse? FZ|S:) ‘
Set arc shape.

Shape ® (Arc: Arc, Pie:pPie, Chord: Chord)
StartAngle [ J Set start angle for arc, clockwise from x axis.
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor [ J Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeLineJoin o Set the figure edge format style.
StrokeWidth o Set line width.
Fill
FillAlpha o Set fill color opacity (0: transparent — 255: solid).
FillColor [ J Set fill color.
Operation

. Set part flip.
FlipType o (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Locked [ J Set part lock. (No: False, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX [ J Set part horizontal slant angle.
SkewAngleY [ Set part vertical slant angle.
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2.6.6 Inserting a Polyline

1. Click the [=] [Polyline] button on Insert Toolbar.

2. Move the mouse pointer | ' < | to the Layout editing area.

Click the starting point.
Click the component points in order.

- Note -

It is possible to set the next component point vertical/horizontal by pressing the
[Shift] key while moving the mouse.

It is also possible to switch the starting point and ending point (whether it is
closed or not) by pressing the [Space] key while drawing a polyline, as well as
changing from the pull-down menu of [Closed] in the Properties editing area
after inserting the figure.

5. Double-click at the ending point.
6. Change the attributes from the Properties editing area if necessary.
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| Polyline properties
Name | CLF ‘ XML | | Description
Design
(Name) | @ | | | Set name to part.
Shape
Set closed line.
Closed et (Yes: True, No: False)
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor [ J Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeEndCap [ J Set line end style.
StrokeLineJoin [ J Set the figure edge format style.
StrokeStartCap [ J Set line start style.
StrokeWidth [ J Set line width.
Fill
. Set fill color opacity (0: transparent — 255: solid).
FillAlpha o (Valid only whenpShage(: [CIosedF; is set to “True”) :
FillColor Set fill color.
(Valid only when Shape: [Closed] is set to “True”)
Operation
. Set part flip.
FlipType o (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Set part lock.
Locked o (No: lp:alse, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX [ J Set part horizontal slant angle.
SkewAngleY [ J Set part vertical slant angle.
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2.6.7 Inserting a Free Line

(VV VN~V

9

1. Click the |#|[Free Line] button on Insert Toolbar.

2. Move the mouse pointer | ' ¢ | to the Layout editing area.

3. Click at the starting point, and make the mouse track curve to be dragged. The point where the

mouse button is released is the ending point.

- Note -

WVVW\
(AN~

It is possible to switch the starting point and ending point (whether it is closed or

not) by pressing the [Space] key while drawing a polyline, as well as changing

from the pull-down menu of [Closed] in the Properties editing area.
L

The component points of the free line will be indicated after the figure has been
inserted. It is possible to adjust the curve by dragging the component points

with the pointer.

4. Change the attributes from the Properties editing area if necessary.
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| Free Line properties
Name | CLF ‘ XML | | Description
Design
(Name) | @ | | | Set name to part.
Shape
Set closed line.
Closed et (Yes: True, No: False)
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor [ J Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeEndCap [ J Set line end style.
StrokeLineJoin [ J Set line combine style.
StrokeStartCap [ J Set line start style.
StrokeWidth [ J Set line width.
Fill
. Set fill color opacity (0: transparent — 255: solid).
FillAlpha o (Valid only whenpShage(: [CIosedF; is set to “True”) :
FillColor Set fill color.
(Valid only when Shape: [Closed] is set to “True”)
Operation
. Set part flip.
FlipType o (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Set part lock.
Locked o (No: lp:alse, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX [ J Set part horizontal slant angle.
SkewAngleY [ J Set part vertical slant angle.
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2.6.8 Inserting a Bezier Curve

QD

1. Click the [ [Bezier] button on Insert Toolbar.

2. Move the mouse pointer | ' ~ | to the Layout editing area.

Click the starting point.
Click the component points in order.

- Note -

)

It is possible to switch the starting point and ending point (whether it is closed or
not) by pressing the [Space] key while drawing a polyline, as well as changing
from the pull-down menu of [Closed] in the Properties editing area.

5. Double-click at the ending point.

Handle

Component point

6. The Bezier curve and the handle will be indicated. The curve can be adjusted by dragging the
handle.

7. Change the attributes from the Properties editing area if necessary.
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| Bezier curve properties
Name | CLF ‘ XML | | Description
Design
(Name) | @ | | | Set name to part.
Shape
Set closed line.
Closed et (Yes: True, No: False)
Line
StrokeAlpha [ J Set line color opacity (0: transparent — 255: solid).
StrokeColor [ J Set line color.
StrokeDashCap [ J Set dashed line end style.
StrokeDashStyle [ J Set line style.
StrokeEndCap [ J Set line end style.
StrokeLineJoin [ J Set the figure edge format style.
StrokeStartCap [ J Set line start style.
StrokeWidth [ J Set line width.
Fill
. Set fill color opacity (0: transparent — 255: solid).
FillAlpha o (Valid only whenpShage(: [CIosedF; is set to “True”) :
FillColor Set fill color.
(Valid only when Shape: [Closed] is set to “True”)
Operation
. Set part flip.
FlipType o (Nonz, Horifontal, Vertical, Both)
Location [ J Set part position (X,Y).
Set part lock.
Locked o (No: lp:alse, Yes: True)
Rotation o Set part rotate angle (0, 90, 180, 270).
Size [ J Set part size (Width,Height).
SkewAngleX [ J Set part horizontal slant angle.
SkewAngleY [ J Set part vertical slant angle.
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2.7 Changing the Layout

2.7.1 Assigning vertical and horizontal coordinates for the part
The selected part is assigned at the center of the paper.

1. Select a part.

2. Click the Center button on Layout Toolbar.

Center buttons and operations
Button | Operation

|Z| | Assign the selected part in the center horizontally.

2|

Assign the selected part in center vertically.

2.7.2 Aligning the Parts
Multiple inserted parts are aligned.
1. Select the parts to be aligned.
(See 2.4.3 Basic Parts Operations).

2. Click the Align button on Layout Toolbar.

Align buttons and operations
Button | Operation

= Aligns all the selected parts by matching the left sides of their outer frames.

= Aligns all the selected parts by matching the centers of their outer frames.

= Aligns all the selected parts by matching the right sides of their outer frames.

I0a Aligns all the selected parts so that the outer frames of the parts are equally spaced
b horizontally within the outer frame of the selected parts.

T Aligns all the selected parts by matching the top sides of their outer frames.

e Aligns all the selected parts so that the outer frames of the parts are equally spaced

vertically within the outer frame of the selected parts.
Aligns all the selected parts by matching the bottom sides of their outer frames.

(Lo
= Aligns all the selected parts so that the outer frames of the parts are equally spaced
= vertically within the outer frame of the selected parts.

2.7.3 Changing the Order
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Inserted parts are assigned to the front as they are added.
Use the function of Order, a Layout tool to change the order of the parts.

1. Select the part to be changed.

2. Click the Order button on Layout Toolbar.

Order buttons and operations

Button | Operation
5 Brings the selected part to the Front.
Lh Brings the selected part Forward.
La Sends the selected part Backward.
H Sends the selected part to the Back.
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2.7.4 Setting up Groups

It is possible to copy multiple parts at once or move them together without breaking the alignment by
grouping the parts.

1. Select 2 or more parts to be grouped.
(See 2.4.3 Basic Parts Operations).

2. Click the |Z]| [Group] button on Layout Toolbar.

- Note -

To edit grouped parts, cancel grouping using the = [Ungroup] button.

2.7.5 Locking

Parts can be locked to prevent changing the position or attributes by mistake.

1. Select the part to be locked.
2. Click the 53j [Lock] button on Layout Toolbar.

3. The color of the o mark will change for the locked parts, and all operations will be disabled.

- Note -
To edit a locked part, cancel the lock using the # [Unlock] button.

Each individual part can be locked through [Locked] function under the
Properties editing area.

- 88 - CITIZEN SYSTEMS JAPAN



CITIZEN Layout SDK

2.8 Preferences

2.8.1 Preferences

Preferences such as the units used in layout and grids can be set up.

- Note -

With Layout Editor, scale unit can be selected from mm and inch.
While it is possible to change the unit during layout preparation, it may cause

conversion errors as the unit is changed.

It is recommended to begin the layout after setting up the scale unit

beforehand.

- Note -

Layout Editor can export the XML layout file and Standalone Forms for printing
using printer font. If you want to use Export, click "Printer font settings" and

put a check on it.

1. Click “Settings” - “Preferences” on the Menu Bar.

“Preferences” dialog box will be displayed.

Auto Save location:

I

Preferences

Unit settings Grid settings

® Milimeters Style:
Waming: Pleaze restart the Color: I:I
application to enable new settings.

Spacing: 1.00% .

Standard fort settings
Standard font:
[] Printer font settings
AutoSave settings

AutoSave Interval: 10 minutes

prDocuments CITIZEN Layout Data

Waming: The file with an extension of " autosave” will be saved in the specified directary.

Set up the desired items.
Click the [OK] button on the “Preferences” dialog box.
Restart Layout Editor when editing unit has been changed.

(See 2.1 Starting up and Exiting Layout Editor).
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<Setting up the editing unit>
1. Select “Millimeters” or “Inches” as the editing unit.

<Setting up the grid style>

1. Select the style from the pull-down menu.

2. Click Color button to display the “Color Setting” dialog box.

3. Click the color to set up from the basic colors and click the [OK] button.

- Note -
It is also possible to create the color of your choice by selecting the [Define

Custom Colors] button.

4. Input the grid interval.
(See 2.8.2 Display Settings).

<Setting up the Guide Bar>

1. Select the style from the pull-down menu.

2. Click Color button to display the “Color Setting” dialog box.

3. Click the color to set up from the basic colors and click the [OK] button.
(See 2.8.2 Display Settings).

<Setting up the Standard Font>

1. Uncheck the [Printer font settings].

2. Click the [Modify...] button for standard font.
“Font” dialog box will be displayed.

Font *

2
Segoe Ul Emoji

Segoe Ul Historic
Segoe Ul Symbal

SimHei v

Semibold Italic
Bold v

Effects Sample
[ Strikeout
AaBbYyZz
[] Undedine anbly
Script:
Westem ~

3. Select the font name, style and size.
4. Click the [OK] button.
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<Setting up the substitute font for POS printer font>
1. Click the [Printer font settings] and put a check on it.
Export function will be enabled in the file menu.
(See 2.8.4 Export).
Select the [POS printer].
3. Click the [Display font settings...] button.

“Substitute Screen Font Settings for Display - POS Printer” dialog box will be displayed.

Substitute Screen Font Settings for Display - POS Printer X
Prirter Font
Substitute Fort: || Mody ..
FontA: Al = ot
FontB: B3E ot
FortC: 47 ot

Cancel
4. Click the [Modify...] button.
“Font” dialog box will be displayed.
Font *

Font:

ourier nes I
Lucida Console
ME Gothic

NSimSun
SimSun-ExtB v

Sample

RaBbYyZz

Seript:
Westem ~

Select the font name, style and size are invalid.
Click the [OK] button.

“Substitute Screen Font Settings for Display - POS Printer” dialog box will be displayed.

7. Setthe size of each FontA, FontB, FontC.

Default font is "Courier New" and sizes are 7.1, 5.3, 4.7 pt.

8. Click the [OK] button.
“Preferences” dialog box will be displayed.
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<Setting up the substitute font for Label printer font> (Standalone Forms)
1. Click the [Printer font settings] and put a check on it.
Export function will be enabled in the file menu.
(See 2.8.4 Export).
Select the [Label printer].
3. Click the [Display font settings...] button.
“Substitute Screen Font Settings for Display - Label Printer” dialog box will be displayed.

Substitute Screen Font Settings for Display - Label Printer X
Printer Font Japanese Printer Font
Substitute Font: Courier Hew Modify Substitute Font [MS T2t Modify
Printer Fant 0 PR ot 16 dote: 35.: ot
Printer Font 1: 46 ot 24 dote = ot
Printer Font 2 6.5 pt 32 dots: R ot
Printer Font 3: 98k ot 48 dots M55 o
Printer Fant & ] pt Chinese Printer Font
IRt (Rt & 188121 pt Sbsfiuts R NG imSun Madify...
Printer Fant 6: 22912 pt 16 dote: 39/= =
Smooth Printer Font 24 dots: L= ot
Subztitute Font: Arial Modify...
Korean Printer Font
TrueType Font Substitute Font: Microsoft Sans Serif todify...
Font I0: Substitute Font:
Resident Fant 1 520 ~ [NotaSans GJKJP | | Modity.. 16 dots: B35 ot
Resident Font 2: 521 ~ [NotaSans GJKJP | | Modity.. 24 dot= B35 ot
Resident Fant 3: 522~ [MotoSans GJKSC | | Modify..
Resident Fant 4: 523~ [MotoSans GJKKR | | Modify..
Dawnload Font 1: 560~ [MS LIGothic | | Modify..
Dawnload Font 2 561~ [MS LIGothic | | Modify..
Dawnload Font & 562~ [MS LIGothic | | Modify..
Dawnload Font 4 563~ [MS LIGothic | | Modify.. el
4. Click each [Modify...] button.
“Font” dialog box will be displayed.
Font *

Font:

Courier New
Lucida Console
ME Gothic
NSimSun
SimSun-ExtB v

Sample

RaBbYyZz

Script:
Westem ~

Select the font name, style and size are invalid.

Click the [OK] button.

“Substitute Screen Font Settings for Display - Label Printer” dialog box will be displayed.
7. Set the substitute font and size for Printer Font O to 6.

Default font is "Courier New" and sizes are 2.4, 4.6, 6.5, 9.6, 14.5, 18.6, 22.9 pt.
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10.

11.

12.

13.

14.

Set the substitute font for Smooth Printer Font.

Default font is "Arial".

Set the font ID and substitute font for Resident Font 1 to 4.

The default is as follows.

S20 Noto Sans CJK SC

S21 Noto Sans CJK JP

S22 Noto Sans CJK SC

S23 Noto Sans CJK KR

Set the font ID and substitute font for Download Font 1 to 4.
Font ID and substitute font match the downloaded font of the printer driver.
Set the substitute font and size for Japanease Printer Font.
Default font is " MS Gothic" and sizes are 5.7, 8.5, 11.4, 17.0 pt.
Set the substitute font and size for Chinese Printer Font.
Default font is " MS Gothic" and sizes are 5.7, 8.5 pt.

Set the substitute font and size for KoreanPrinter Font.

Default font is " MS Gothic" and sizes are 5.7, 8.5 pt.

Click the [OK] button.

“Preferences” dialog box will be displayed.

<Setting up AutoSave>

1
2
3.
4

Click “AutoSave” and put a check on it.
Input the saving interval.
Click [Browse...] button to display the “Browse folder” dialog box.

Set up the folder to save files and click the [OK] button.

- Note -

Files saved automatically are saved as files with extension “autosave”.

To disable AutoSave, de-select the option for “AutoSave”.
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2.8.2 Display Settings

Toolbars and grid displayed on the screen can be set up.

[ | Displaying the toolbars
Click “View” - “Toolbar” on the Menu Bar.
2. Click the toolbar to be displayed.
There is a check mark for toolbars that are currently displayed.

[ ] Displaying the Status Bar
1. Click “View” - “Status Bar” on the Menu Bar.

There is a check mark if it is currently displayed.

u Setting up the Ruler
1. Click “View” - “Ruler” on the Menu Bar.

There is a check mark if it is currently displayed.

u Setting up the Grid

<Displaying the Grid>
1. Click “View” - “Grid” - “Visible” on the Menu Bar.
There is a check mark if it is currently displayed.

<Snapping the inserted parts on the Grid>
1. Click “View” - “Grid” - “Snap” on the Menu Bars.

There is a check mark if it is currently selected.

u Setting up the Guide Bar

<Adding a Guide Bar>
1. Click “View” - “Guide Bar” - “Add Horizontal” or “Add Vertical” on the Menu Bar.

- Note -

If the Ruler is displayed in the Layout editing area, it is possible to add a Guide
Bar by clicking and dragging the horizontal or vertical Ruler.

To move a Guide Bar, click and drag the displayed Guide Bar to the desired
position.
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<Switching display/nondisplay of Guide Bars>
1. Click “View” - “Guide Bar” - “Visible” on the Menu Bar.
There is a check mark if it is currently displayed.

<Snapping the inserted parts on the Guide Bar>
1. Click “View” - “Guide Bar” - “Snap” on the Menu Bar.
There is a check mark if it is currently selected.

<Deleting a Guide Bar>
1. Click “View” - “Guide Bar” - “Clear All” on the Menu Bar.

- Note -
To delete only the desired Guide Bar among the Guide Bars displayed, click the
Guide Bar to be deleted in the Layout editing area and drag it to the horizontal

or vertical Ruler.

Setting up Zoom
1. Click the pull-down menu of the Zoom Menu on the Main Toolbar and select the zoom

magnification.

- Note -

It is also possible to change the zoom magnification by clicking the =)
buttons.

4 button: Zooms in by 25% from the current zoom each time.

= button: Zooms out by 25% from the current zoom each time.

Displaying the Print Area
1. Click “View” - “Print Area” on the Menu Bar.

There is a check mark if it is currently displayed.
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3 Layout File Manager
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3.1 Starting up and Exiting Layout File Manager

u Starting up Layout File Manager

- In Windows 8 or Windows 8.1
1. Tap “Layout File Manager” tile on the Start screen.

2. Layout File Manager will start up.

- In other Windows
1. Click the [Start] button displayed at the bottom left portion of the screen.
Click “All Programs”
Click “CITIZEN”
Click “Layout SDK”
Click “Layout File Manager”

2 T o

Layout File Manager will start up.

u Exiting Layout File Manager

1. Click “File” - “Exit” on the Menu Bar.
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3.2 Layout File Manager Overview

This section describes the names and functions of the parts of Layout File Manager screen.

Menu Bar Toolbar

ple

Layout [astsr
e T

Printer Name | CITIZEN CT-S751

Driver Name | CITIZEN CT-S751

Paper Name BIN72) x 257mm

Comments

ﬁ Layout File Manager
File Edit View Bookmarks Help
DEISL|0OOd | ¥k
B- DSIE;"D Name Modified Size
2 S TZEN L1l sample CLF 2021/06/22 17:22 226 KB
. LayoutData
(-E8 This PC
=
Rece
----- Recent Files
----- {} Bookmarks
Book
Ch\Users\AppTester\Documents\ CITIZEN\LayoutData\sample.CLF

Status Bar

CITIZEN SYSTEMS JAPAN
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Part functions

Name Function
Menu Bar Executes various functions.
Toolbar Displays the frequently used functions.

Explorer view

Displays the Explorer.

Recently used files view

Displays up to 10 files that have been used by Layout Editor.

Bookmark view

Displays the folder that is registered in bookmark.

List view

Displays the folders and files in the folder specified in Explorer view or
Bookmark view.

The file that has been recently used will be displayed when Recently
used files view is selected.

Thumbnail view

Displays the thumbnail for a CLF-format file and its layout properties.

Status bar

Displays the status.

Names and functions of &Main Toolbar buttons

Button Name

Function

J New Starts up Layout Editor to create a new CLF file.

TE| Open Opens the selected file with Layout Editor.

= Print Prints the selected file.

2 Print Preview Displays the print preview for the selected file.

€ ) Undo Undoes the folder selection by one step.

() Redo Redoes the folder selection that has been undone.

3 Up One Level Moves the folder up by one layer from the selected folder.
i Make New Folder Creates a new folder directly below the selected folder.
oF Add Bookmark Adds the selected folder in the bookmark.

X Remove Bookmark Removes the selected folder from the bookmark.
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3.3 File Operations

3.3.1 Selecting a Folder

This section describes the procedures for selecting folders on the Explorer view.

ﬁ Layout File Manager

File Edit View Bookmarks Help

DEISR| OO Wk

B- = MName Modified Size
‘ sample CLF 2021/06/2217:22 226 KB

- 1 - A A -

- Recent Files

----- 52? Bookmarks

Printer Name | CITIZEN CT-5751

Driver Name | CITIZEN CT-5751

Paper Name B0(72) x 257mm

Comments

ChUsers\AppTester\Documents\CITIZEN\LayoutData\sample. CLF

Explorer view displays folders with Desktop as the default location.

When a folder displayed in Explorer view is selected, the folders stored in the selected folder and the

files created by Layout Editor will be displayed on List view.

If there is a folder(s) in the layer underneath the displayed folder, [+] mark will be displayed beside the
folder icon.

Click [+] to expand the tree and display the lower folders.

Click [-] to fold the lower folders that are displayed.
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3.3.2 Creating a New File

A new CLF file is created.

Click the |1 [New] button on the Toolbar.
Layout Editor will start up.
3. Create the layout.
(See 2. Layout Editor).
4. Save the file.
(See 2.4.4 Save As).

- Note -
The location for saving displayed on “Save As” dialog box will be the folder
selected in step 1.

3.3.3 Opening a File

Layout Editor is started directly from Layout File Manager to open a CLF file.

1. Specify the folder the file is saved from Explorer view or Bookmark view.
2. Click the CLF file displayed on List view.
3. Click the [iid [Open] button on the Toolbar.
4. Layout Editor will start up and the file will be opened.
(See 2.1 Starting up and Exiting Layout Editor).
- Note -

It is also possible to open a file by the following methods;
1. Double-clicking the file on List view, or

2. Right-clicking the file on List view and selecting “Open.”
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3.3.4 Rename

The name of a folder or file can be changed.

1. Select the folder or file on Explorer view or List view.
2. Click on the folder or file that requires a name change.
3. Delete the existing name and input the new name.

- Note -

It is impossible to change or delete the extension “.CLF” at the end of a file
name.

It is also possible to change the name by the following methods;

With a folder or file selected,

1. Right-click and select “Rename,” or

2. Press the [F2] button.

3.3.5 Print

A layout file can be printed.

Select the file to print from List view.

Click the = [Print] button on the Toolbar.
3. “Print” dialog box will be displayed.

(See 2.4.6 Print).

3.3.6  Print Preview
The print preview for a layout file can be displayed.
1. Select the file to preview from List view.
2. Click the & [Print Preview] button on Toolbar.

3. “Print Preview” dialog box will be displayed.
(See 2.4.7 Print Preview).
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3.3.7 Creating a New Folder

A new folder is created in the folder specified in Explorer view or Bookmark view.

(& Layout File Manager
Eile Edit View Bookmarks Help

DESL|OO | Wk k
= Desktop Name Modified Size .
5. b ot ;
= Ay Ll sample CLF 2021/06/22 17:22 226 KB '}", €
LayoutData
- 1 = 3 4 A
----- Recent Files
----- ' Bookmarks
Printer Name | CITIZEN CT-5751
Driver Name CITIZEN CT-5751
Paper Mame B72)x 297mm
Comments

ChUsers\AppTester\Documents\CITIZEN\ LayoutData\sarmple.CLF

1. Select the upper folder to create a new folder in Explorer view or Bookmark view (in the above
case, a folder will be created in My Documents).

2. Click the [j [Make New Folder] button on Toolbar.

3. Input the folder name and press the [Enter] key.
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3.3.8 Moving
There are 3 ways to move a file.

<Using the “Move to Folder” function>
1. Click the file to be moved from List view.
2. Click “Edit” - “Move to Folder” on the Menu Bar.
3. “Browse For Folder” dialog box will be displayed.
4. Select the folder to move the file to and click the [OK] button.

<Dragging the file>
1. Click [+] on Explorer view and expand the tree to display the folder to move the file to.
2. Select the source folder from Explorer view or Bookmark view and display the file to be moved
on List view.
3. Click and drag the file on List view to the destination folder on Explorer view.

<Cutting and pasting>
1. Click the file to be moved from List view.
2. Click “Edit” - “Cut” on the Menu Bar.
3. Click the destination folder on Explorer view or Bookmark view.
4. Click “Edit” - “Paste” on the Menu Bar.

- Note -

It is possible to move a folder using similar procedures.

The source file will be deleted when it is pasted.

Nothing will happen to the source file if it is only cut.

Cut and Paste can also be selected from the menu displayed by right-clicking the file.

3.3.9 Copy
There are 2 ways to copy a file.

<Using the “Copy to Folder” function>
1. Click the source file to be copied on List view.
2. Click “Edit” - “Copy to Folder” on the Menu Bar.
3.  “Browse For Folder” dialog box will be displayed.
4. Select the destination folder and click the [OK] button.
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<Copying and pasting>
1. Click the copy source file on List view.
2. Click “Edit” - “Copy” on the Menu Bar.
3. Select the destination folder on Explorer view or Bookmark view.
4. Click “Edit” - “Paste” on the Menu Bar.

- Note -
It is possible to copy a folder using similar procedures.

Copy and Paste can also be selected from the menu displayed by right-clicking
the file.

3.3.10 Delete
A file or folder can be deleted.

1. Right-click the file or folder to be deleted on List view or Explorer view.
2. Click “Delete” from the menu.

- Note -

It is also possible to delete a folder from “File” — “Delete” on the Menu Bar.
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3.4 Bookmark

It is possible to keep a frequently used folder constantly displayed on Bookmark view by registering the
folder as a bookmark.

| Add Bookmark

Click the folder to be registered as a bookmark on Explorer view.
Click the %7 [Add Bookmark] button on the Toolbar.

The folder will be registered at the bottom of the Bookmark view.
u Remove Bookmark

. Click the folder to be removed from bookmark on Bookmark view.
2. Click the $% [Remove Bookmark] button on the Toolbar.

- Note -

The folder itself will not be deleted even if it is removed from bookmark.
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3.5 Display Setting

Display/nondisplay of Toolbar and Status Bar can be set up.
u Setting up the Toolbar

1. Click “View” - “Toolbar” on the Menu Bar.

There is a check mark if it is currently displayed.
u Setting up the Status Bar

1. Click “View” - “Status Bar” on the Menu Bair.

There is a check mark if it is currently displayed.
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Layout SDK

Layout Editor / Layout File Manager
Users Guide

for Version 1.5.0
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